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PIPE WALL UNIT
praveTeR|THIcknEss|PHOPE| B € b Elwergut
12 21y 3:1 (24| 49 | 73 | 24 730
15 21y 3:1 (27| 46 | 73 | 30 910
18 21 3:1 |27 46 | 73 | 36| 1190
21 2% 3:1 |36| 37 | 73 | 42| 1370
24 3 3:1 42| 311, 731] 48| 1770
27 31y 3:1 |48|251,|731,| 54| 2130
30 3l 3:1 |54|19%|73%| 60| 2380
33 33 3:1 |60| 36 | 96 | 66| 3870
36 4 3:1 |63|34%4|973%| 72| 5320
42 4ls 3:1 (63| 35| 98 | 78| 5920
48 5 3:1 (72| 26 | 98 | 84| 7470
54 5ls 2.4:1|66| 34 | 100]| 90| 8810
60 6 2:1 |60| 39 | 99 | 96| 11180
72 7 2:1 78| 21 | 99 |108] 13980
DIMENSIONS IN INCHES, WEIGHT IN POUNDS
NOTES

1. CONTRACTOR HAS OPTION OF FURNISHING END SECTIONS CONFORMING TO DETAILS ON THIS SHEET OR END SECTIONS
CONFORMING TO DETAILS ON STANDARD MD 368.07 OR MD 368.02.

2. END SECTION SHALL BE REINFORCED TO CONFORM TO CLASS III PIPE.

3. CONCRETE FOOTER SHALL BE USED WHEN SPECIFIED ON THE PLANS. COST OF CONCRETE FOOTER SHALL BE INCIDENTAL
TO THE COST OF THE END SECTION. CONCRETE SHALL BE MIX NO.2. REINFORCEMENT SHALL BE NO.3 BARS. SEE
STANDARD MD 368.01 FOR THE CONCRETE FOOTER DETAILS AND DIMENSIONS.

4. TOLERANCE IN DIMENSIONS SHALL BE WITHIN #+ l7,".
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