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FROVIDE 6] GENERAL NOTES:
No. 57 AGGREGRATE
ON FTRM SUBGRADE 1. CONCRETE SHALL BE MIX No. 6.
CONFORMS TO ASTH A185. DEFGRMED
SECTION A-A STEEL CONFORMS TGO ASTHM A615
GRADE 60.
6" MIN. 3. OVERALL HEIGHT OF PRECAST IS
(TYP.) ADJUSTABLE IN 6" INCREMENTS.

FINAL GRADE ADJUSTMENT SHALL BE
MADE BY CONTRACTOR WITH CONCRETE

/\ MIX No.

4. THREADED PLASTIC INSERTS T0
BE PROVIDED FOR HANDLING

No. 4 BARS
SPACED AS 5. LADDER RUNGS SHALL BE IN
Y SHOWN ACCORDANCE WITH STD. MD 383.91
AND STD. MD 383.92 OR AS

DIRECTED BY THE ENGINEER.

6. PLACEMENT OF SUBGRADE
DRAINAGE WILL BE AS DIRECTED
BY THE ENGINEER OR AS NEEDED
ON THE CONSTRUCTION PLANS.

7. MINIMUM DEPTH PAYMENT PER
“EACH” INLETS INCLUDES DEPTH
UP TO 3'-6’. VERTICAL DEPTH

PAYMENT PER LINEAR FOOT FOR

DEPTHS IN EXCESS OF 3'-6'.

8. CONCRETE OR BRICK INVERT TO
BE PROVIDED IN THE FIELD AND

REIN O NG NS UND T
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