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MD 5 IS CONSIDERED TO RUN
IN A NORTH-SOUTH DIRECTIOCN
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CONSTRUCTION DETAIL |
INTERCONNECT CABLE ATTACHMENT GENERAL _NOQTES:
B. Install handhole. |
C. Install 2 ivviny! chlorid lec+r i cal duit (Schedule 80) (+renched) GENERAL NOTES: 1. All underground utilities shown on these plans are schematic
- 1NhsTd polyvinyl chiloride eiecirical condut y I only and may not be complete. The contractor shall be responsible
D. Install 2" polyvinyl chloride electrical riser (Schedule 80) and 3" weatherhead 1. Bond and ground interconnect cable To ground wire on pole. -S?TI??T;:Y&E bgl?gcglélal'{: +ﬁg'$';aTg.G?QSIEgcléﬁ?rgng;pﬂgeEééwes
(Schedule 80) to existing utility pole for inferconnect. - 2. Maintain a minimum of 18’ ground clearance when crossing that a conflict between the utilities and the traffic signal will
E. Install 3" polyvinyl chlioride electrical conduit (Schedule 80) (trenched). streets, driveways. efc.. I ?::;5;aig?ycgg-h;ﬁg:II'-OI:I:hghgt.!.n!\-F??;':'fr)r,n;hgeppgégﬂeg?gmser
" . . . . 3. All interconnect cable shall be gttached to front (street side) |
H. Install 4 polyvinyl chloride electrical conduit (Schedule 80) (bored). of VERIZON poles unliess otherwise noted. > The contractor shall contact Mr. Ron Pusloskie of VERIZON ot
J. Install 6' x 6’ loop detector encased in !/ flexible tubing quadrupole type (4-turns). 4. _1|;he con-lrr*a$+or ?hall also maintain g fevel line of Interconnect | . &E;?Z}Dﬁzg;?ggs f2 hours prior to installing interconnect cable on
rom pole +0 pole.
K. Install 17 liquid tight flexible non—-metallic electrical conduit (detector wire sleeve).
M. Use existing handhole. |
0. Use existing conduit. | INTERCDNNECT PLAN
Q. Install overhead 12-pair telemetry cable as shown. | # . o
R SHAYsSM 321 A51/Bs)  ToD*47 50602
R. Use existing cabinet and controller. . "
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