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MD 5 IS CONSIDERED TO RUN
IN A NORTH-SOUTH DIRECTION
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CONSTRUCTION DETAIL INTERCONNECT CABLE ATTACHMENT GENERAL NOTES:
A. Remove existing NEMA size “6” base—mounted cabinet and controller. Install new _ ] - JEEY :
NEMA size "6” base—mounted cabinet with master and local controller using existing I GENERAL NOTES: ! f;r',Iyugﬂgrﬁgﬁuﬂgﬂgg'éz,}g?e.?';?’"?hgncg'ﬁ%?gc%?“ghg'[? ﬁﬁ“ﬁﬁﬂ;gﬁsibm
foundation and conduit bends. 1. Bond and ground interconnect cable to ground wire on pole. | 'F$r_'|r.1$'!'ifying ;MISIiS UIIIaI'!'Y”_I_ﬁr‘i?[' Tg c?gsmucﬂo? so++h<:|+ al Ii
UTITITIOS MAY PO 10CaT8d 1IN @ TI181d. 0 CONTrdcTor perceives
B. Install handhole. | 2. Maintaln @ minimum of 18’ ground clearance when crossing that a conflict between the utilities and the traffic signal will
" . . . . streets, driveways. etfc.. occur. the contractor shall notify the project engineer
C. Install 2 DO'YVI”YI chloride electrical conduit (Schedule 80} (trenched). I imdi’o-l-e'y sO that the conflict may be resolved.
. i 3. All interconnect cable shagll be attached to front (street side) |
I D. (IEISEG(I:II |2 88?|¥Viny! gljlor'i'??i?_:_e(:'l'rica_:: r'i:i:»e: (Schedu_l_e 80) and 3" weatherhead | of VERIZON poles unltess otherwise noted. ». The contractor shall contact Mr. Ron Pusloskie of VERIZON at
chedule o existing utility pole for interconnect. . - : . ‘ :
4. The contragtor shall also malntain a level 1ine of Imtercomect | (410) 224-9245 72 hours prior to instal ling inferconneot oble on
E. Install 3" polyvinyl chloride electrical conduit (Schedule 80) (+renched). from pole to pole. |
I J. Install 6' x 6’ l|loop detector encased in 7/ flexible tubing quadrupole type (4—-turns).
| K. Instali 1" liquid tight flexible non—-metallic electrical conduit (detector wire sleeve). | |
\ M. Use existing handholse. » INTERCONNECT PLAN
| 0. Use existing conduit. | SHA - SMZZ/A/ 4_57 0!)#/ ‘5’éé-[)2
| Q. Install overhead 12-pagir telemetry cable agas shown. REVISIONS APPROVALS )
I ‘ N ‘ _ - MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
T. Install metered pedestal for electrical utliity service equipment gs shown. ) Off’ Of Tr ff’ & S f
U. Install 4" polyvinly chloride electrical conduit (Schedule 80) (+renched). | .. j ‘ L I TEAN Lgaﬁéh~~ RAFFIC ENGINEERING OZZCN DIVISION ce a C a 3
PROP%ES‘EI;IETR’C LEGENY V. Maintain existing conduit and riser for furture phone drop. | | ' ) | TRAFFIC ENGINEERING DESIGN DIVISION
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