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PROJECT DESCRIPTION

This portion of the project involves the replacement of the existing
traffic signal interconnect cable along MD 26 from Courtleigh Drive
to Milford Mill Road in Baltimore County, Maryland.

MD 26 is considered to run in an east/west direction.

The intersections to be interconnected are as follows utilizing a 12-pqir
voice grade overhead telemeiry interconnect cable which shall replace
the existing interconnect cable now in use.:

Courtleigh Drives Rolling Roads Millford Mill Road
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- 822001 3500 LF 12-pair voice [self-supporting] grade telemetry interconnect cable
. 26 I (No. 19 A.¥.G.).
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L[@[‘f’ Hoad 001 mp S LS Removal and disposal of existing Traffic Signal Equipment.
CONSTRUCTION DETAILS
' ' A. Use new base mounted cabinet/controller. Instail new irterconnect cabie. - — — — -
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CELMETRIL LEGEND B. Use new conduit installed as part of fraffic signal plan. Install new interconnect cable. F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
E.XISTING GEOMETRICS C. Use 2 in. riser instalied aus part of traffic signal pian. Install new interconnect cable and T | | ) Office of Trafffc & ngefy
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= E. Use steel signal pole and weatherhead installed as part of fraffic signal plan. — AL : . (Traftic Signal Interconnect Planm) _
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