MD 26 IS ASSUMED TO RUN 1IN
A EAST/WEST DIRECTION
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WIRING DIAGRAM

WIRING KEY

A. 12 PAIR SELF SUPPDRTING INTERCONNECT CABLE (OVER HEAD)
B. 12 PAIR SELF SUPPORTING INTERCONNECT CABLE
C. EXISTING INTERCONNECT CABLE (UNDERGROUND)

D. EXISTING INTERCONNECT CABLE (OVERHEAD)
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CONSTRUCTION DETATLS

REMOVE AND DISPOSE EXISTING INTERCONNECT CABLE AND
INSTALL 12 PAIR SELF SUPPORTING INTERCONNECT CABLE 1IN
KQESEGWE LOCATION TO EXISTING UTILITY POLES (OVERHEAD)

CONTRACTOR SHALL CUT EXISTING INTERCONNECT CABLE
ON EXISTING BGE POLE., PULL BACK TO POLE NO. 342483 AND
g%g?gg% UNDERGROUND INTO PROPOSED TRAFFIC SIGNAL

INSTALL 2 IN. DIAMETER PVC CONDUIT SCHEDULE 80 RISER
WITH 2 IN. WEATHER HEAD 25 FT. ON BGE UTILITY POLE.
3385U§'342483) AND 20 FT. ON BGE POLE AT WASHINGTON

CONNECT INTERCONNECT CABLE INTO BASE MOUNTED
CABINET WITH LABEL AND TAGS AT CABLES END.

MAINTAIN EXISTING HANDHOLE FOR EXISTING INTERCONNECT.
CONTRACTOR MUST MAINTAIN EXISTING CONDUIT AND HANDHOLE.

INSTALL 12 PAIR SELF SUPPORTING INTERCONNECT CABLE INTO
EXISTING 4“ CONDUIT.

INSTALL 2 IN. PVC SCHEDULE 80 CONDUIT — TRENCHED WITH 12
PAIR SELF SUPPORTING INTERCONNECT CABLE.

BGE.
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CATEGORY
CODE NO. :

805140
822001
833050
800000

EQUIPMENT TO BE

286741

BGE
(NOT NUMBERED)

DESCRIPTION

4" PVC SCHEDULE 80 CONDUIT— TRENCHED

12 PAIR SELF SUPPORTING INTERCONNECT CABLE

2 INCH DIAMETER PVC CONDUIT SCHEDULE 80 RISER
CUT INTERCONNECT CABLE. REMOVE AND DISPOSE OF
EXISTING CABLE

FURNISHED AND INSTALLED BY THE CONTRACTOR

UNIT QUANTITY
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GENERAL NOTES
LF 10
LF 1300 1. THE CONTRACTOR MUST MAINTAIN THE EXISTING HANDHOLES
LF 45 IN THE MEDIAN FOR THE EXISTING INTERCONNECT FROM
Ls : STATION 15+90 TO STATION 20+00.
REVISIONS APPROVALS
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ASST. CHIEF, TRAFFIC ENGINEERING DESIGN CiVISION

SABRA,WANG & ASSOCIATES, INC.

15086 JOH AVENUE
SUITE 180
BALTIMORE, MD 21227
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MARYLAND DOT

Office of Traffic & Safety

INTERCOMNECT PLAN

MD 26 (LIBERTY ROAD)
|-695 TO WASHINGTON AVENUE
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