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WATER MAIN
SEWER MAIN
ELECTRIC CABLES
AERIAL CABLES
TELEPHONE CABLES
BURIED CABLES
STORM DRAIN

W. REMOVE EXISTING PAVEMENT MARKINGS. NOT SHOWN.

X. INSTALL PROPGSED PAVEMENT MARKINGS. AS INDICATED. |

Y. INSTALL 2 SCHEDULE 80 PVC CONDUIT - SLOTTED FOR SERVICE FEED.
Z. INSTALL 2” SCHEDULE 80 PVC CONDUIT - TRENCHED FOR PHONE DROP.
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A. INSTALL 27’ STEEL POLE WITH 70' MAST ARM (ANGLED TO THE EXISTING CABINET pusL FaceD | < =) «|20|=» 16" CLAM SHELL
POLE )" TRAFFIC SIGNAL HEADS. SIGNS. VIDED CAMERAS. 15° LIGHTING ARM WITH VAR.x 16" — ST e O CoUNTDORN
250 WATT HPS LUMINAIRE., COUNTDOWN PEDESTRIAN SIGNAL HEADS AND : M35-~1(MOD) - ” ‘
NAVIGATOR AUDIBLE PUSHBUTTON AND SIGN NO. 20. (NOTE: 1-3" 90° PVC BEND). VAR.x 42" VAR. x 42 12¢ . -
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B. INSTALL 10’ PEDESTAL POLE WITH BREAKAWAY BASE. COUNTDOWN PEDESTRIAN OPERAT | ON
SIGNAL HEADS AND NAVIGATOR AUDIBLE PUSHBUTTON AND SIGN NO. 21. (NOTE: - 17419 A |
1-37 30° PVC BEND). | R10= 4(1) 97x12" BRAILLE TEXT »gme VIDEQ DETECTOR CAMERA
C. INSTALL 10’ PEDESTAL POLE WITH BREAKAWAY BASE. COUNTDOWN PEDESTRIAN OPTION ‘A’ 5“x 7”, VIBRATING LT T T !
SIGNAL HEADS AND NAVIGATOR AUDIBLE PUSHBUTTON AND SIGN NO. 18, (NOTE: ARROW AND PUSHBUTTON SIS + DETECTOR ZONE
1-3" §0° PVC BEND). | . . |
D. INSTALL 10’ PEDESTAL POLE WITH BREAKAWAY BASE. COUNTDOWN PEDESTRIAN Ay S [M] METERED SERVICE PEDESTAL .\ oo
SIGNAL HEADS AND NAVIGATOR AUDIBLE PUSHBUTTON AND SIGN NO. 16, (NOTE: | O |« .
1-37 90° PVC BEND). _ o x> — PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
E. INSTALL SIZE ‘6’ BASE-MOUNTED CABINET. WITH CONTROLLER AND ALL BGE s © 52-1- 307x 307 PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
NECESSARY EQUIPMENT, (NOTE: 2-4“ & 2-2" 90° PVC BENDS. THE SIDEWALK 502363 17 4 MG-2~ 21°x 15 | |
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T e ‘ ' . , ¥ T WN ON PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.
- AA. INSTALL SERVICE METERED PEDESTAL. (NOTE: e P T+ PHE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING "MISS UTIL1TY” PRIOR TO CONSTRUCTiON
1-4" 90° PVC_BEND WITH 4" CONDUIT TO BGE *Wlf J’ , SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A
H. USE EXISTING CONDUIT. - COLE NO: MRTICH. 15,5048 Al CPOLE BASE WITH sl o @ey gt S R e AR R R
" " PULL STRING AND 1-2" 90° PVC BEND TO St (A H A . | |
J. INSTALL 4" SCHEDULE 80 PVC CONDUIT- SLOTTED. - HANDHOLD ). | o o ®g 10T 19 MAY BE RESOLVED. |
g " | | | ~ o ik ! ~ RN /. K - T AT THE: FINAL SIDEWALK OR CURB GRADE
K. INSTALL 3% SCHEDULE. 80 PVC CONDUIT- TRENCHED. BB. INSTALL 3“ WEATHERHEAD AND 1” GALVANIZED TN | @\ A ] 0D % Bk EE0SsEtT oNs CHICHEST ROADWAY GRADE FOR DPEN SECTION. TO MEET CLEARANCES AS
: : RISER TO EXISTING BGE POLE NO. 451764, | _ : L SPECIFIED IN MD 816.03, MD 818.01. MD 818.02. AND MD 818.04. THE CONTACTOR SHALL VERIFY
L. INSTALL ELECTRICAL HANDHOLE. INSTALL PROPOSED INTERCONNECT it o - ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL PROPOSED SIGNAL EOUIPMENT.
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O. EXCAVATE AND INSTALL PEDESTRIAN TYPE ‘A’ RAMP WITH 2' pp. INSTALL GROUND MOUNTED SIGNS. WALL ] g @\ \ 4. PROPOSED SIGNAL EQUIPMENT SHALL BE INSTALLED PRIOR TO 5" SIDEWALK AND THE
BRICK PAVERS AT THE ROAD EDGE. o DRAIN L el \ PEDESTRIAN BRICK PAVERS.
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REMOVE EXISTING CURB AND GUTTER AND INSTALL STANDARD FF. USE EXISTING HANDHOLE. - 8] OF THE PROJECT AND SHALL PROVIDE THE NEARE .
TYPE ‘A’ (DEPRESSED). g . » 6. THE congun ‘EN'% cggglgggmcmmw SHALL BE COMPLETED PRIOR TO THE INSTALLATION
| ‘ - . PROPOSED PHONE DROP. . OF THE PAVEMENT M . |
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S. INSTALL MICROLOOP PROBE SETS WITH 500’ LEND-IN - CONDUIT- TRENCHED FOR SERVICE FEED. [j’_, ~
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CENTURY ENGINEERING, INC.

CONSULTING: ENGINEERS - PLANNERS
32 WEST ROAD
TOWSON, MARYLAND 21204
410-823-8070
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