PROJECT DESCRIPTION
1. GENERAL
This portion of the project involves the installation of traffic
signal interconnect cable along MD 45 from Fairmount Avenue/
Corver School Entrance to Washington Avenue. MD 45 is considered
to run in o north/south direction.
[1. SYSTEM OPERATION
The intersections to be interconnected are as follows utilizing a 12-pair
voice grade telematry interconnect cable:
Fairmount Avenue/Carver School Entrance. Bosley Avenue. Washington Avenue
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B. Equipment to be furnished ond installed by the Contractor. RIGHT-OF -WAY LINE TIRE SERVICE
All equipment in this Iist shall hove catalog cuts submitted for approval prior to installation.
Category
Code No. Quantity Units Description
811001 4 EA Handhol e.
822001 3500 LF 12-pair voice [jelly filled] grade telemetry interconnect cable
{(No. 19 AW.G. ).
805455 : & :
805135 (NEW) 1500 LF 3 in. polyvinyl chioride [Schedule 80| electrical conduit - frenched.
805025 (NEW) 50 LF 1 in. polyviny! chioride [Schedule 80] electrical conduit - riser.
800000 Lump Sum LS Relocate existing Interconnect Cable.
CONSTRUCTION DETAILS
A. Use new base mounted cabinet/controller. Install new interconnect cable.
B. Use new conduit installed as part of traffic signal pilon. Install new interconnect cable.
C. Use new handhole installed as part of traffic signal plon. £
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