NOTES

to be congidered complete.
prior to construction so that all utilities may be located in the field.

gccordonce with S.H.A. stondords.
of the MD-SHA project or are 10 be considered os existing.
4. All underground aond overheod utilities shown on these plans ore schematic and ore not
The Controctor shall be responsibie for notifying all utility componies
tf the Controctor perceives

1. Geametrics shall be confirmed prior to the instollation of signal equipment.
eqipment to be instaiied at final grade.

2. Loop detectors ond conduits shall be installed prior to the instgliation of povement markings and
final course of paving.

J. Pavement morkings detailed are proposed ond are 1o be instailed by the Confraoctor in

ALl signal

All other pavement morkings will either be instoiled os part

that a conflict betwesen the utilities and the troffic signal equipment will occur. the Controctor shall
notify the appropriate Project Engineer immediately.

5. Original signal. design.and construction by Baltimore Lounty.

6. Crosswalks to be installed iniine with Hondicap romps as directed by the Project Engineer.

1. Signal Contraoctor to excavote sidewgik as necessary to remove/instaii Tragfic Signal equipment. Upon
completion of Traffic Signol work the Signal Controctor is to bockfill the excavated orecs with g MD-SHA

approved materici.

The restorotion of the sidewalk areas is fo be completad by others.

“ \ E 8. Controctor shall hoand excavate for each new foundation until ol utiiities haove been odequately cleored.
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Install bose mounted NEMA & cabinet (use existing controller). and necessary equipment for on underground electrical

(MD-SHA Type B-6) service.

Install 271 ft. steel twin mast arm pole with a 50 ft. ond o 30 ft. (cut from o 50 ft.) most orms. vehicle signal heads.
signs. 15 ft. luminaire arm. 250 watt HPS luminaire. video detection camera and photo ceil for aesthetic street lighting.
(Note: one 4 in. PYC conduit bend and one 1'4 in. PVC conduit bend. 174 in. conduit bend shail be stubbed out on the

southside of foundation). Retain fill around pole as shown in defail

Install 10 ft. steei pedesta! pole on break awgy bose with pedestrian signal head. pedesrtian pushbutton. and pedestrian

pushbutton sign (Note: one 2 in. PVC conduit bend).

. Instaill 2-3 in. polyvinyl chioride |Scheduie 80] eiectrical conduits - bored.

Use existing splice box. Pull back |/C cable from existing cabinet and rerun in new conduit to new cabinet. The
contrgctor shall contact Mr. Bill O'Neil from Baltimore County at (410} 887-7718 prior to disconnecting intercannect cable.

Install handhois.
Install 1 in. liguid tight fiexible conduit for loop detector lead-in.

ingtail 3 in. polyvinyl chloride [Schedule 80] electrical conduit - for underground electricai service by BGE.
Install 3 in. polyviny! chioride [Schedule 80 electrical conduit - trenched for street tighting cables. Cable shail not go

through traffic signal

wandholes.

. Install 2 in. polyvinyl chloride [Schedule 80| etectrical conduit - trenched.

Install 3 in. polyvinyl chioride [Scheduls 80 electrical conduit - bored.

Cabinet for streetscape iighting to be installed by others.

Install 4 in. polyviny! chioride [Schedule 80] elecirical conduit - trenched.

Install 6 ft. x 6 ft. vehicle loop detector (4 turns).

Install 3 in. polyvinyl chioride |Schedule 80} electrical conduit - trenched.

Cap and abandon existing conduit.
Install 24 in. wide pavement morking - white for stop |ine.

Install 12 in. wide pavement marking - white for crosswalk.(Per MD-SHA Std. ).

Remove splice box.
Use lighting junction box installed by others.
Remove existing steel most arm poie ond all attached equipment.

Remove existing mast arm poie all attached equipment. Relocate existing controiler to new

Dase mounted cabinet.

Pull back existing Baltimore County Interconnect. [See Interconnect Planj.

{Note: one 2 in. PV(C conduit bend).
stal pole all attached equipment.
Install microloop probe.

- install 14 ft. pedestal pole with pole mounted two-way vehicle signal hecds.

Conduit shall be instaiied as sidewaik is re-constructed.

Existing conduit and existing

interconnect Cable are to be
maintained and re-run to new cabinet/controlier. Contractor

to utilize ali availabie slack of the Interconnect cabie running
to Allegaony Ave. ond Washington Ave. intersections.
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