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PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2, PHASES ASSUCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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A. REMOVE EXISTING CAMERA UNIT AND

REPLACE WITH NEW CAMERA UNIT. ATTACH

'NEW FLASH UNIT 70O CAMERA POLE AS WELL.
"LOCATE A MINIMUM OF 8’ FROM GRADE-

B. REMOVE EXISTING FLASH UNIT AND REPLACE
WITH (2) NEW FLASH UNITS. ATTACH NEW SENSYS
RECEIVER BOX DIRECTLY UNDERNEATH FLASH
UNITS.

C. INSTALL 2” PVC SCH. 80 COMMS CONDUIT - BORED.
( INCLUDE JET LINE PULL WIRE)

D. INSTALL #5 PULL BOX

E. INSTALL 2" PVC SCH 80 ELECTRICAL CONDUIT — TRENCHED. _
( INSTALL 2“ CONDUIT BEND IN EXISTING FOUNDATIONS AT CAMERA AND FLASH POLE LOCATION)

F. USE EXISTING CONDUIT.

G. INSTALL METERED SERVICE PEDESTAL

H. INSTALL (8) SENSYS SENSORS

[. INSTALL 2” PVC SCH 80 ELECTRICAL CONDUIT - BORED. -
J. INSTALL 2" PVC SCH. 80 COMMS CONDUIT - TRENCHED

K. INSTALL 4”7 PVC SCH. 80 ELECTRICAL CONDUIT - BORED
(STUB OUT CONDUIT AT POLE LOCATION)

|
L. INSTALL 2" PVC SCH. 80 ELECTRICAL CONDUIT ~ TRENC ',Eq
(TIE PROPOSED 2” FROM PEDESTAL TO SPARE 2“ IN CABI;NE;T BASE. (3) #BAWG)

M. USE EXISTING HAND HOLE.
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DESIGN DIVISION.

THESE PLANS ARE APPROVED FOR CONSTRUCTION FOR A PERIOD QF
1 YEAR FROM THE DATE OF APPROVAL.SHOULD CONSTRUCTION NOT
BEGIN WITHIN THIS TIME FRAME THESE PLANS SHALL BE NULL
AND VOID WITHOUT A REVIEW FROM THE TRAFFIC ENGINEERING

SHA No: BW313M83

MD 122 @ Whitehead Ct./Whitehead Rd |
Installation of Red Light Camera

REVISIONS

SPECIAL NOTE:

CONTRACTOR SHALL TEST PIT TO VERIFY LOCATION OF
EXISTING CONDUIT AND UTILITY RUNS THAT WILL BE IN
CLOSE PROXIMITY TO NEW EQUIPMENT INSTALLATIONS.

(D) RED LIGHT CAMERA INSALLATION LPGRADE
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