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CONSTRUCTION DETAILS EQUIPMENT LISTS
| | . CATEGORY
. ADJUST EXISTING HANDHOLE TO GRADE ONCE PROPOSED SIDEWALK IS iNSTALLED. TEM NG _
(PULL EXIiSTING CALE OUT AND RE-FEED). —= LODE NO. QUANTITY DESCRIPTION
2. INSTALL 2*ELECTRICAL CONDUIT (SCHEDULE 80) - TRENCHED. INSTALL CONDUIT PRIOR TC INSTALLATION
OF SIDEWALK WHERE APPLICABLE. 00 X
5. USE EXISTING HANDHOLE. 120500 LS MAINTENANCE OF TRAFFIC | B
4. USE EXISTING CONDUIT. 800! 800000 LS REMOVE AND DISPOSE OF EXISTING EQUIPMENT - B
5. USE EXISTING SIGNAL POLE AND SPAN TO RUN TELEMETRY BACK TO CABINET. . o
6. REPLACE LOOP LEAD-IN FOR EXISTING PRESENCE DETECTOR. 8002 802145 | EA ADJUST EXISTING HANDHOLE
7. REMOVE AND DISPOSE OF EXISTING HANDHOLE. INSTALL NEW HANDHOLE IN NEW LOCATION PRIOR TO PCURING | u )
OF CONCRETE FOR SIDEWALK. 8003 8050 15 L.F. F/I1" ELECTRICAL CONDUIT - GALVANIZED SLEEVE
B.INSTALL NEW LOOP LEAD-IN FOR EXISTING LOOP DETECTOR. 8004 805125 1280 L.F. F/I 2 SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED | | | _ | S
9. CONNECT NEW 2* ELECTRICAL CONDUIT TO EXISTING WHEN CONNECTING TO EXISTING SIDEWALK. ' SRR APPROV AL S — - —
10. USE EXISTING BASE-MOUNTED CABINET TO RUN NEW [2-PAIR TELEMETRY CABLE. 8005 81100 5 EA F /I ELECTRICAL HANDHOLE | P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION |
8006 822002 1700 L.F. F/112-PAIR COMMUNICATION CABLE, \ ORIGINAL / ) Office of Trafflc & Safely
e T IR B TRAFFIC ENGINEERING DESIGN DIVISION
8007 862101 50 LF F/ILOOP WIRE. ENCASED IN FLEXIBLE TUBING oT ' :
MD 140 FROM PAINTERS MILL ROAD TO SWEETHEART
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