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3. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR

// ﬁ;\\ TO INSTALLATION.
/§ / . ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE

4
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL
CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
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SPECIAL NOTE:

DISCONNECT EXISTING ELECTRICAL CABLE FROM EXISTING
SIGNAL HEADS TO BE REMOVED AND RE-CONNECT TO PROPOSED
SIGNAL HEADS. ANY SIGNAL OUTAGE SHALL BE SCHEDULED

PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A
PERSON IN A WHEELCHAIR REACHING LESS THAN 18" FROM A 60" x 60" LEVEL

DURING NON—-PEAK HOURS AS DIRECTED BY THE ENGINEER. Q\“ / LANDING AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%.
8. THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF
PUSHBUTTON TO FACE OF PUSHBUTTON. NOT CENTER TO CENTER OF POLE.
4%¢ 9. PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH

THEY ARE INTENDED.

10.LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET
LOCATION REQUIREMENTS OF MUTCD SEC. 4E.09 AND FIG. 4E-2 AND THE
NCHRP PUBLICATION, "“ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TO BEST
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