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MAST ARM SHALL BE MOUNTED AT ‘T’ DIMENSION

LUMINAIRE .

BACKFILL.

NOTE:

INSTALL 1-3 IN.

15 FT. NOTE:

INSTALL 27 FT. MAST ARM POLE WITH 38 FT. MAST ARM, LED SIGNAL HEADS.,
IP-BASED VIDEO DETECTION CAMERAS AND SIGNS.

REMOVE EXISTING STRAIN POLE AND ASSOCIATED SIGNAL EQUIPMENT. REMOVE EXISTING FOUNDATION 12 IN.
INSTALL 100 AMP EMBEDDED METERED SERVICE PEDESTAL.
REMOVE EXISTING STRAIN POLE AND ASSOCIATED SIGNAL EQUIPMENT. REMOVE EXISTING FOUNDATION 12 IN.

REMOVE EXISTING STRAIN POLE AND ASSOCTATED SIGNAL EQUIPMENT.
EXISTING ELECTRICAL SERVICE EQUIPMENT TO BE DISCONNECTED BY THE UTILITY COMPANY.

INSTALL 27 FT. MAST ARM POLE WITH 60 FT. MAST ARM,
DETECTION CAMERAS AND SIGNS.

NOTE:

NOTE:

INSTALL 1-4 IN. AND 3-2 IN.

LED SIGNAL HEADS,
CONDUIT BEND ON POLE BASE.

10 FT.

SHA RIGHT-OF —WAY V

CONSTRUCTION DETAILS

INSTALL 27 FT.MAST ARM POLE WITH TWIN 7O FT. AND 50 FT. MAST ARMS, 10 FT. LIGHTING ARM WITH LED
IP-BASED VIDEO DETECTION CAMERAS AND SIGNS.
INSTALL 1-3 IN. CONDUIT BEND IN POLE BASE.

LIGHTING ARM WITH LED
INSTALL 1-3 IN. CONDUIT BEND IN POLE BASE.

d__,——-——‘_'d_E

FLANGE PLATE FOR 70 FT.

REMOVE EXISTING FOUNDATION 12 IN.

IP-BASED VIDEO

INSTALL BASE MOUNTED CABINET AND CONTROLLER WITH UPS BATTERY BACKUP AND IP-BASED VIDEO

DETECTION INTERFACE EQUIPMENT. NOTE:
SCHEDULE BO RIGID PVC CONDUIT — TRENCHED.
SCHEDULE 80 RIGID PVC CONDUIT — BORED.
INSTALL 3 IN.

INSTALL 4 IN.
INSTALL 4 IN.
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INSTALL
UTILITY POLE NO.

INSTALL

AND MD 812.05-02.
TO WOOD SIGN SUPPORT.

INSTALL ELECTRICAL HANDHOLE.
N. USE EXISTING HANDHOLE. REPLACE FRAME AND COVER.

PVC RISER AND 3 IN. WEATHER HEAD ON
129081 FOR INTERCONNECT CABLE.

INSTALL NON-INVASIVE MICROLOOP PROBE SET WITH LEAD-IN
CABLE. CENTER IN TRAVEL LANE.

3

IN.

24

SCHEDULE 8C RIGID

INSTALL GROUND MOUNTED SIGN ON 1-4”X4” WOOD SIGN
SUPPORT. SIGNS INSTALLED IN CONCRETE SHALL HAVE
SLEEVED FOUNDATIONS MEETING STANDARDS MD 812.05-01

SLEEVED FOUNDATIONS ARE INCIDENTAL

IN. AND 2-2 IN.

CONDUIT BENDS IN BASE.

PVC CONDUIT - TRENCHED.

Q. INSTALL

T. INSTALL 3 IN.

U. REMOVE EXISTING HANDHOLE.

INSTALL
INSTALL

INSTALL
UTILITY
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BB. REMOVE EXISTING HANDHOLE.

LOCATICN WITH LONG DIMENSION PERPENDICULAR TO ROADWAY.

SHALL BE RETURNED TO SHA.

REMOVE FGUNDATION 12 IN. BELOW GRADE AND BACKFILL.

. USE EXISTING HANDHOLE.

EXISTING OVERHEAD
[/C SOUTH TO MD 30

INSTALL ELECTRICAL HANDHOLE IN EXISTING

CC. REMOVE EXISTING BASE MOUNTED CABINET. THE EXISTING CONTROLLER
CAP AND ABANDON EXISTING CONDUITS.

DD. DISCONNECT,» PULLBACK AND REROUTE EXISTING
INTERCONNECT CABLE.

CD EE. INSTALL GROUND MOUNTED SIGN CON 1-6”X8"” WOOD SIGN
[ \ SUPPORT (DRILLED). SUPPORT SHALL BE INSTALLED A
A Q MINIMUM OF 8 FT. FROM ADJACENT PROPOSED SIGN.
‘ % 941D FF. INSTALL 2 IN. SCHEDULE 80 RIGID PVC CONDUIT-TRENCHED.

AP /\ GG. USE EXISTING CONDUIT.
HH. REMOVE EXISTING GROUND MOUNTED SIGN AND SUPPORT.

3 IN. SCHEDULE 80 RIGID N STATE OF MARYLAND
PVC CONDUIT - SLOTTED FOR CARRIER PIPE. DEPARTMENT OF TRANSPORTATION
R. INSTALL ELECTRICAL HANDHOLE WITH LONG STATE HIGHWAY ADMINISTRATION
DIMENSION PERPENDICULAR TO ROADWAY. OFFICE OF TRAFFIC & SAFETY:
TRAFFIC ENGINEERING DESIGN DIVISION
S. INSTALL 2 IN. SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED.
STUB AT UTILITY POLE NO. 519410 FOR PHONE DROP. INSET A MD 140 (WESTMINSTER PIKE) AT
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