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Equipment List *A°’
Equipment to be supplied by the S.H.A. and installed by the Contractor.

“NO S.H.A. MATERIA_LS' NEEDED*

tion Details - _ . ’ Eguigment List *B’
Construction Detar’s , 7 ' Equipment to be furnished and installed by the Contractor.

Install 6’ x 30’ quadrupole loop detector. (Note: 3-6-3 turns)

| . | ITEM UANTITY DESCRIPTION
2. Install triple Micro Loop probe set. ‘ : 1001 1 Ea MAINTENANCE OF TRAFFIC
. ; i leeve -
3. Install 1" liquid tight flexible nop-metallic conduit (deteotor slecve) St 5004 44 L 24 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT
. X . d-in cables and install proposed triple ] MARKINGS ,
4. Use existing cogadilithl_lem%\{:semsnng triple micto Joop probe lea " _ : 5005 4 LF REMOVAL OF EXISTING PERMANENT PAVEMENT LINE MARKINGS ANY WIDTH
micro loop probe lead-in cables. i .o : : .
ot Disconnect existing loop detector wire(s), cap and abandon existing detector " | . 8014 1 EA REMOVE & DISPOSE OF EQUIPMENT (PER ASSIGNMENT)
5. Useexisting handhole. (115{: 00 detector wires to existing loop detector lead-in cable. Install propose - 8033 12 L '
sleeve(s). Splice progosie doinpcables LF éﬁfﬁi LIQUID TIGHT FLEXIBLE NON METALLIC CONDUIT FOR DETECTOR
. triple micro loop probe lead-in ¢ . ' ) ‘
rrain pole. Remove existing triple micro loop probe lead-in cables and install proposed _ 8037 2 EA MICROLOOP PROBE 1000 FOOT LEAD IN CABLE
isting strain pole. )
6. U;;e exis ;:)gloo r%be lead-in cables. 8058 470 LF LOOP WIRE ENCASED IN FLEXIBLE TUBING ( NO 14 AWG)
triple mic PP 4
. . - install propose _ _
Use existing span wire. Remove existing triple micro loop probe lead-in cables and install pr P ' . . 8059 557 LF SAW CUT FOR SIGNAL (LOOP DETECTOR)
7 triple micro loop probe lead-in cables. | , - - 8063 s
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existing 100p : : . o ‘ . Removed and Salvaged Iteins
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; 9, Remove existing stop line and replace stop line in accordance wi | , | | NONE _
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