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A.  INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY
BASE STANDARD NO. MD B01.01-01., COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN

PUSHBUTTON INSTALLED WITH VIBRATING ARROW POUINTING LEFT AND R10-3(1) SIGN, (SIGN TO READ

“PUSH BUTTON
CONDUIT BEND

TO CROSS EASTERN BLVD"). (INSTALL 1-2 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL
IN PEDESTAL BASE:.

B. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY
BASE STANDARD NO. MD 801.01-01, COUNTDOWN PEDESTRIAN SIGNAL HEAD., AUDIBLE/TACTILE PEDESTRIAN
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. (SIGN TO READ

“PUSH BUTTON
CONDUIT BEND

TO CROSS EASTERN BLVD"). (INSTALL 1-2 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL
IN PEDESTAL BASE}.

C., INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY
BASE STANDARD NOD. MD B01.01-01. COUNTODOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10-3[1) SIGN. (SIGN TO READ

“"PUSH BUTTON
CONDUIT BEND

TO CROSS STEMMERS RUN ROAD"). (INSTALL 1-2 IN. SCHEDULE 80. 90 DEGREE PVYC ELECTRICAL
IN PEDESTAL BASE}.

D. INSTALL CONCRETE FOUNDATIOM WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY
BASE STANDARD NO. MD BO1.01-01, COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. {SIGN TO READ

“PUSH BUTTON

TO CROSS STEMMERS RUN ROAD"). {INSTALL 1-2 [N. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL

CONDUIT BEND IN PEDESTAL BASE).
E. SAWCUT AND REMOVE EXISTING ASPHALT DRIVEWAY. INSTALL 8 IN. CONCRETE SIDEWALK PER

(STANDARD NO. MD 630.02 -MODIFIED?} TQ UTILIZE 8 IN. CONCRETE IN LIEU OF ASPHALT FOR ENTRANCE TIE IN AND

ELIMINATE CURB AND GUTTER.

ABANDON EXISTING LODP DETECTOR. DISCONNECT AND REMOVE LOOP DETECTOR CABLES

FROM CONDUTTS., HANDHOLES. SIGNAL STRUCTURES AND CONTROLLER,

REMOVE EXISTING SIDEWALK RAMP AND INSTALL SIDEWALK RAMP {SEE SHEET TSP-2 FOR DETAILS) AND CETECTABLE
WARNING SURFACE CLAY BRICK PAVERS WITH THE PLACEMENT IN ACCORDANCE WITH STANDARD NO. MD 655.40.
REMOVE EXISTING CONCRETE SIDEWALK AND [NSTALL MEDIAN CUT-THROUGH AND STANDARD TYPE ‘A’ CURB.

INSTALL STANDARD TYPE A COMBINATION CONCRETE CURB AND GUTTER (STANDARD NO., MDG20.02 TYPE "A').
REMOVE EXI[STING SIDEWALK RAMP AND [NSTALL 5 [N, CONCRETE SIDEWALK AND COMBINATION

CONCRETE CURB AND GUTTER (STANDARD NO. MD 620.02 TYPE "A").

INSTALL SIDEWALK RAMP SEPARATION TSLAND (SEE SHEET TP-2 FOR DETAILS).

REMOVE EXISTING SIDEWALK AND INSTALL 5 IN. CONCRETE SIDEWALK.

REMOVE EXISTING SIDEWALK RAMP AND [NSTALL SIDEWALK RAMP (SEE SHEET TSP-2 FOR DETAILS) AND DETECTABLE

WARNING SURFACE CLAY BRICK PAVERS WITH THE PLACEMENT IN ACCORDANCE WITH STANDARD NO. MD 655.40.
CONTRACTOR SHALL USE CAUTION NOT TO DAMAGE THE EXISTING BRICK PAVERS FOR BUSINESS ENTRANCE.

INSTALL DETECTABLE WARNING SURFACE CLAY BRICK PAVERS WITH THE PLACEMENT IN ACCORDANCE WITH STANDARD

REMOVE EXISTING OM1-3 SIGN AND SUPPORT. AND INSTALL NEW OM1-3 SIGN ON ONE SQUARE TUBULAR PERFORATED
STEEL SUPPOTT WITH ANCHOR BASE.

REMOVE EXISYING OM1-3 SIGN AND SUPPORT. CUT BACK AND EXISTING CONCRETE MECIAN NOSE AND INSTALL

5 IN. CONCRETE SIDEWALK.
[NSTALL 12 IN. HEAT APPLIED.

ON ONE SQUARE PERFORATED STEEL SUPPORT WITH ANCHOR BASE.
PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
HANDHOLE. REPLACE LID AND COLLAR AND ADJUST TO FINAL GRADE.
BASE MOUNTED CABINET AND CONTROLLER. [NSTALL AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON

HANDHOLE.

F.
G.
H.
J.
K.
L.
M.
N.
Q.
NO. MD 655.40.
P.
Q.
R.
S.
T.
U. INSTALL R4-7
V. INSTALL 2 [N.
W. USE EXISTING
X. USE EXISTING
BASE UNIT.
Y. USE EXISTING,
Z. USE EXISTING

cONDUTT.

AA. REMOVE EXISTING PEDESTAL POLE. REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL.
B8. CAP AND ABANDON EXISTING CONDUIT.

CC. USE EXISTING

MAST ARM POLE. INSTALL VICEO DETECTION CAMERAS MOUNTED ON MAST ARMS AND LIGHTING

BRACKET AS SHOWN.

DD. INSTALL S1-1

AND W16-TpR AND Wit—pL SIGNS ON ONE 4 IN. X & [N. TREATED wOOD SIGN SUPPORT. (L=16 FT.)

EE. REMOVE EXISTING S1-1 AND W16-7pR AND W16—pL SIGNS AND SUPPORT.
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NOTE :

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCTATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSSWALKS.
INSTALL 24 IN. HEAT APPLIED. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOPL[NE.
REMOVE EXISTING PAVEMENT MARKINGS.
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______ /A CONSTRUCTION DETAILS CONTINUED
_______ S INSTALL CONCRETE FOUNDATION WITH 5 FT. STEEL PEDESTAL POLE WITH
SIDEWALK MDODIFIED BREAKAWAY BASE STANDARD ND. MD 801.01-01. AUDIBLE/TACTILE
— PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARRQW POINTING
LEFT AND RIGHT AND R10-3(1) SIGN. (SIGN TO READ “PUSH BUTTON TO
CROSS EASTERN BLVD”). (INSTALL 1-2 IN. SCHEDULE 80, 90 DEGREE PVC
G N M ELECTRICAL CONDUIT BEND I[N PEDESTAL BASE).
INSTALL CONCRETE FOUNDATION WITH 5 F7. STEEL PEDESTAL POLE WITH

MODIF IED BREAKAWAY BASE STANDARD NO. MD 801.01-01, AUDIBLE/TACTILE
PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARRQOW POINTING LEFT
AND R10-3(1) SIGN. (SIGN TQ READ "PUSH BUTTON TO CROSS EASTERN

BLVD"}. {INSTALL 1-2

CONDUIT BEND [N PEDESTAL BASE!).
INSTALL CONCRETE FOUNDATION WITH 5 FT7. STEEL PEDESTAL POLE WITH
MODIF IED BREAKAWAY BASE STANDARD ND. MD 801.01-01. AUDIBLE/TACTILE

PEDESTRIAN PUSHBUTTON

RIGHT AND R10-3(1) SIGN.

IN. SCHEDULE BG, 90 DEGREE PVC ELECTRICAL

INSTALLED WITH VIBRATING ARROW POJNTING
(SIGN TO READ “PUSH BUTTON TO CROSS

EASTERN BLVD"). (INSTALL 1-2 [N. SCHEDULE 80. 90 DEGREE PVC

ELECTRICAL CONDUIT BEND

I[N PEDESTAL BASE).

REMOVE EXISTING SIDEWALK RAMP AND INSTALL SIDEWALK RAMFP (SEE SHEET

TSP-2 FOR DETAILS).
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