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.§ | GENERAL NOTES:

1. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL PROPOSED GEOMETRICS PRIOR TO INSTALLING SIGNAL EQUIPMENT.
2. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THIS PLAN ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE
LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR.,

SG-3 OF SG-6
THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED. , —
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3. CONDUITS SHALL BE INSTALLED PRIOR TO THE INSTALLATION OF THE PAVEMENT MARKINGS. REVISIONS "~ APPROVALS ] _' " - ]
4. ALL CONDUITS AND HANDHOLES SHALL BE INSTALLED AT FINAL GRADE. | /i} 277 | & MARYLAND ,DOT STATE HIGHWAY ADMINISTRATION |
_ - UTILITY LEGEND 5. ALL EXISTING UNUSED ELECTRICAL CABLES SHALL BE REMOVED AND DISPOSED OF BY THE | e | Orfice of Trafflc & Safety
s GAS oas MAIN o 1N L FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB | ) ' 8D 2l TRAFFIC ENGINEERING DESIGN DIVISION
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UG ELEC UG ELEC.— ELECTRIC CABLES CLEARANCES AS SPECIFIED IN MD 818.01, MD 818.02, AND MD 818.04. THE CONTRACTOR il & KAHL LLP gé§;ZQ¢(
' ' ABL SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL: EQUIPMENT. i 4904 | | - . ,_ .
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