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education sign as shown. (Note: 1-3", 90°polyvinyl chloride (Schedule 80) bend.)

Remove existing “G” size cabinet and Install NEMA size 5" pole-mounted cabinet and
controlier as shown. (Note: Use existing 2" Elbow.)

Instal |l pedestrian signal head. pushbutton with pedestrian educgtion sign on
existing mast arm pole and 1-3“ 90* polyvinyl choride conduit elbow (Schedule 80)
into existing pole base as shown. (Note: The contractor shall regrout pole base.)

Install 14’ breckaway pedestal pole with signal heads as shown. (Note: 1-3“, 90°
polyviny!l chioride (Schedule 80) bend.) :

Install 14’ breakaway pedestal pole with signal heads and sign as shown. {Note: 1-3°,
90°* polyvinyl chloride (Schedule 80) bend.)

Install 24” white heat applied permanent preformed thermoplastic pavement marking (stopbar).

Install handhoie.

Install 3” polyvinyl chloride electrical conduit (Schedule 80) (trenched).
Install 3” polyvinyl chloride electrical conduft (Schedule 80) (bored)
Install 4” poiyvinyl chloride electrical conduit (Schedule 80) (bored).
Use existing handhole.

Remove all existing one section signal heads and install three section signal heads
in its location on mast arm as shown.

Remove existing sign and post as shown.

Existing overhead electrical service to be maintained by Conectiv.

only and may not be complete. The contractor shall be responsible
for notifying “MISS UTILITY” prior to construction so that all
utilities may be located in the field. If the contractor perceives
that a conflict between the utilities and the traffic signal will
occury the contractor shail notify the project engineer
immediately so that the conflict may be resolved.
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CONSTRUCTION DETAILS GENERAL NOTES:
A. Install 10’ breakaway pedestal pole.”pedes+ricn signal head., pushbutton with pedestrian 1. All underground utilities shown on these plans are schematic
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