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PROJECT DESCRIPTION

I. GENERAL

THIS PROJECT INVOLVES THE RECONSTRUCTION OF THE EXISTING TRAFFIC SIGNAL WITH
VIDEO TRAFFIC DETECTION SYSTEM. SIGNING AND INTERSECTION LIGHTING AT MD 343
(WASHINGTON STREET) AND PINE STREET IN THE CITY OF CAMBRIDGE IN DORCHESTER
COUNTY. MD 343 IS ASSUMED TO RUN IN AN EAST-WEST DIRECTION.

II. INTERSECTION OPERATION

THE INTERSECTION WILL OPERATE IN A NEMA (4) FOUR PHASE FULL-TRAFFIC-ACTUATED
MODE WITH EASTBOUND AND WESTBOUND WASHINGTON STREET APPROACHES
OPERATING CONCURRENTLY. THE PINE STREET APPOACHES WILL OPERATE CONCURRENTLY.

ITT. CONTROLLER REQUIREMENTS

A FULLY-TRAFFIC-ACTUATED EIGHT PHASE TRAFFIC SIGNAL CONTROLLER (ECONOLITE
ASC 2 2100 CONTROLLER) HOUSED IN A NEMA SIZE ”“5” POLE MOUNTED CABINET WITH
SSM 12 E CONFLICT MONITOR., VIDEO INTERFACE EQUIPMENT FOR 1-4 CAMERAS AND
RELAY PACKAGE (S.H.A. SPECIFICATIONS).

IV. SPECIAL NOTES

THE CONTRACTOR SHALL CONTACT S.H.A. 4 WEEKS PRIOR TO INSTALLATION TO ARRANGE
PICK UP OF THE CONTROLLER.

THE FOLLOWING CONTACT PERSONS FOR DISTRICT 1 ARE AS FOLLOWS:

MR. GENE COFIELL MR. BRUCE POOLE
A.D.E. — TRAFFIC UTILITY ENGINEER
PHONE: (410) 677-4040 PHONE: (410) 677-4082

MR. JAMES R. WRIGHT
A.D.E. — MAINTENANCE
PHONE: (410) 677-4010

THE FOLLOWING CONTACT PERSONS FOR OFFICE OF TRAFFIC AND SAFETY ARE AS FOLLOWS:
MR. EUGENE BAILEY

MR. RICHARD L. DAFF CHIEF — SIGN OPERATIONS

CHIEF — TRAFFIC OPERATIONS DIVISION PHONE: (410) 787-7676

Phone: (410) 787-7630

MR. ED RODENHIZER

CHIEF — SIGNAL OPERATIONS

PHONE: (410) 787-7650

THE POWER COMPANY REPRESENTATIVE IS:
MR. WADE WILLEY

CONECTIV
PHONE: (410) 860-6359

EQUIPMENT L IST "A”

A. EQUIPMENT TO BE SUPPLIED BY THE SHA AND INSTALLED BY THE CONTRACTOR

[TEM NO. QUANTITY DESCRIPTION
9042 1 EA CONTROLLER ASC I1 WITH TELEMETRY
9043 1 EA CONTROLLER CABINET, SIZE 5
9086 1 EA VIDEO DETECTION INTERFACE EQUIPMENT FOR 1-4 CAMERAS
9570 37 SF SHEET ALUMINUM SIGNS - GROUND MOUNT
(2) M3-2 24" X 12"
(2) M3-4 24" X 12"
(4) M1-5 30” X 24" (MD 343)
(4) M6—1 21" X 15"
9571 13 SF SHEET ALUMINUM SIGNS — MAST ARM MOUNT
(1) D3-2 48” X 12” (DUAL-FACED) (PINE ST)
(1) D3-2 60" X 12” (DUAL-FACED) (WASHINGTON ST)
(1) R10-11(b) 24" X 24"

FQUIPMENT LIST "B”

EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

ITEM NO. QUANTITY DESCRIPTION

1001 1 EA MAINTENANCE OF TRAFFIC

2001 2 CY CLASS 2 EXCAVATION

2002 t CY TEST PIT

5003 100 LF REMOVAL OF EXISTING PERMANENT PAVEMENT LINE
MARKINGS — ANY WIDTH

5006 60 LF 24 INCH HEAT APPLIED WHITE PERMANENT PREFORMED
THERMOPLASTIC PAVEMENT MARKINGS

6004 230 SF 4" CONCRETE SIDEWALK

8001 5 CY CONCRETE FOUNDATION

8007 4 EA CONTROL CABLE. 100 FOOT, VIDED DETECTION

8021 1 EA REMOVE AND DISPOSE OF MATERIALS AND EQUIPMENT PER
ASSIGNMENT

8022 4 EA REMOVE CONCRETE FOUNDATION 12 INCHES

8029 40 SF DETECTABLE WARNING SURFACES

8033 30 LF NO. & AWG STRANDED BARE COPPER GROUND WIRE

8041 10 LF 3 INCH SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED

8047 1 EA ELECTRICAL UTILITY SERVICE EQUIPMENT 120/240 VOLTS
60 AMPS

8054 1 EA ELECTRICAL HANDHOLE

8055 37 LF WOOD SIGN SUPPORTS 6 INCH X 6 INCH

8056 37 SF INSTALL GROUND MOUNTED SIGN

8057 13 SF INSTALL OVERHEAD SIGN

8058 4 EA VIDEO DETECTION CAMERA

8064 1 EA STEEL POLE WITH SINGLE 50 FOOT MAST ARM

8071 1 EA 250 WATT HIGH PRESSURE SODIUM LAMP AND LUMINAIRE

8076 1 EA GROUND ROD - 3/ INCH DIAMETER X 10 FOOT LENGTH

8077 24 EA 8 INCH VEHICULAR TRAFFIC SIGNAL HEAD SECTION

8081 T EA CUT., CLEAN, GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE

8086 100 LF ELECTRICAL CABLE 5 —CONDUCTOR (NO. 14 AWG)

8087 300 LF ELECTRICAL CABLE 7 —CONDUCTOR (NO. 14 AWG)

8088 55 LF ELECTRICAL CABLE 2 —CONDUCTOR (NO. 12 AWG) TC

8092 1 EA 15" LIGHTING ARM ON SIGNAL STRUCTURE

8096 1 EA INSTALL CONTROLLER AND CABINET — POLE MOUNT
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A+B+CsD — T-CONDUCTOR ELECTRICAL CABLE (No. 14 AWG)
£+FsGyH — S5-CONDUCTOR ELECTRICAL CABLE (No. 14 AWG)
J — 2-CONDUCTOR ELECTRICAL CABLE (No. 12 AWG)
KseL+MsN — VIDEO TRAFFIC DETECTION CAMERA TO CONTROLLER CABLE

Q — STANDARD BARE COPPER GROUND WIRE (No.
P.S. — PROPOSED SERVICE (QVERHEAD FEED)
+ — 34 x 10’ GROUND ROD

6 AWG)
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