US 301 IS ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION
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PHASING NOTES:
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CONSTRUCTION DETAILS::

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.
USE EXISTING CONDUIT.
USE EXISTING HANDHOLE.
F. & L. HANDHOLE.
F. & 1. 3" PVC. CONDUIT BORED
F. & L 3"PVC. CONDUIT TRENCHED.
F. & 1. NON-INVASIVE PROBE SET.
REMOVE EXISTING UN-USED CABLE.
F. & I. VIDEO DETECTION CAMERA.
. F. &1 14’ PEDSTAL POLE WITH 2” PVC. ELBOW IN BASE.
. F. & L. 2” PVC. CONDUIT TRENCHED.
. REMOVE & REROUTE THE CABLES.
. RE-RING THE EXISTING SPAN WITH 4” RING.
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LEGEND OF UNDERGROUND
AND OVERHEAD UTILITIES
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OPERATE CONCURRENTLY.

OPERATE CONCURRENTLY.

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT

2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL
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GENERAL NOTES:

1. This plan reflects only those underground utilities
that were apparent at the time of this location being
asbuilt. A detailed review was not undértaken and this
plan should not be construed as represénting all
underground utilities in the area.

2. Any modification to this subject signal should be pre-
ceeded by a thorough identification of all existing
utilities.
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UPGRADE DETECTION WITH VIDEO AND
NON-INVASIVE PROBE SET
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TRAFFIC SIGNALIZATION PLAN




