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One handhole is W
located within

L An abandon railread track approx. 170
the break.

from the H.LB. and seven handholes
epprox. 200 apart are o be located
within the break.
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&1 GENERAL NOTES
REVISION "C"
CONSTRUCTION DETAILS 1.} The intersection controller cabinet's internai wiring shall
o ) ) be the responsibilty of the SHA signal shop. The contractor

A. Use ex:stmg gagnal st'ru-cture, change tkae overhgad sign,and shall give Mr. Ed Rodenhizer (410 788 7652) 48 hours advance notice. /k

remove existing cabinet, Add a 2" 90Y elbow into pole base and Install All new cables shallbe properly identified.

'G' Cabinet and controlier (pole-mounted). N S
B. Install 2" polyvinyl chloride electrical conduit S

(Schedule 80) (Trenched) — (

C. Install one-way, three-section signalhead to the existing span.
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D. Install 6'x6' loop detector encased in 4" flexible tubing (4 turns)

E. Instali1® galvanized steel electrical conduit (detector wire sieeve).

F. Use existing steel span wire.

TASK32.D6GN

G. Splice new loop wire into the existing 2-conductor (aluminum shieided) in the
existing handhole.

REVISIONS APPROVALS

GEOMETRIC LEGEND

H. Use existing conduit.
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