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A. INSTALL 27 FT. TWIN MAST ARM POLE WITH 50 FT.

CONSTRUCTION DETAITLS

AND 60 FT. MAST ARMS. LED SIGNAL HEADS,

IP-BASED VIDEO DETECTION CAMERAS. 20 FT. LIGHTING ARM WITH LED LAMP AND LUMINAIRE, AND

SIGNS. NOTE:

INSTALL 1-3 IN.

CONDUIT BEND IN POLE BASE.

SHALL BE MOUNTED AT ‘T’ DIMENSION = 18 FT.

B. INSTALL ELECTICAL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO ROADWAY.
C. INSTALL NEMA SIZE “S” BASE MOUNTED CABINET AND CONTROLLER WITH 2-WIRE APS CENTRAL CONTROL UNIT AND IP-BASED VIDEO DETECTION

INTERFACE EQUIPMENT. NOTE:

EXISTING FOUNDATION 12 IN.

H. DISCONNECT.,

INSTALL 2-2 IN. AND 2-4
D. INSTALL 100 AMP EMBEDDED METERED SERVICE PEDESTAL.

NOTE:

INSTALL 1-2 IN.

NOTE:

INSTALL NEW CABLES.

G. REMOVE EXISTING SIGNAL POLE, ASSOCIATED SIGNAL EQUIPMENT AND SIGNS. REMOVE
BELOW GRADE AND BACKFILL TO GRADE.

PULLBACK AND REROUTE EXISTING INTERCONNECT COMMUNICATION CABLE.

FLANGE PLATE FOR 60 FT. MAST ARM SHA RIGHT-0F -WAY \
INTERCEPT EXISTING CONDUIT RUN.

IN. CONDUIT BENDS IN CABINET BASE. CAP UNUSED CONDUIT BEND.

INSTALL 1—-4 IN. AND 3-2 IN. CONDUIT BENDS IN BASE.

E. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH LED COUNTDOWN PEDESTRIAN SIGNAL HEAD,
(ORIENT PARALLEL TO CROSSWALK).
FOR FOUNDATION DETAILS.

F. USE EXISTING PEDESTAL POLE.

S.

I. REMOVE EXISTING BASE MOUNTED CABINET AND CONTROLLER. REMOVE FOUNDATION 12 IN. BELOW GRADE U.
AND MAKE FLUSH WITH FINAL GRADE.UTILITY COMPANY TO DISCONNECT EXISTING ELECTRICAL SERVICE.

J. INSTALL 4 IN. SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED. STUB AT EXISTING TRANSFORMER.

GEOMETRIC L EGEND
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INSTALL 4 IN. SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED.
INSTALL 4 IN. SCHEDULE 80 RIGID PVC CONDUIT - BORED. W.

INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT - BORED

FOR CARRIER PIPE. X.
INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED. Y.
INSTALL 2 IN. SCHEDULE 80 RIGID PVC CONDUIT = TRENCHED. Z.
INSTALL NON-INVASIVE MICROLOOP PROBE WITH LEAD-IN CABLE. AA.
INSTALL ELECTRICAL HANDHOLE. BB.

APS PUSHBUTTON AND SIGN
CONDUIT BEND IN POLE BASE. REFER TO STANDARD MD 801.01-01
TOP OF FOUNDATION SHALL BE INSTALLED FLUSH WITH FINAL SIDEWALK GRADE.

RECONSTRUCT HANDHOLE IN
EXISTING LOCATION.

INSTALL 12 IN. WHITE PERMANENT PREFORMED
HEAT APPLIED THERMOPLASTIC PAVEMENT
MARKING LINE.

INSTALL 24 IN. WHITE PERMANENT PREFORMED
HEAT APPLIED THERMOPLASTIC PAVEMENT
MARKING LINE.

INSTALL WHITE PREFORMED HEAT APPLIED
THERMOPLASTIC PAVEMENT MARKING SYMBOL.

USE EXISTING HANDHOLE. ADJUST TO FINAL GRADE.
REPLACE FRAME AND COVER.

REMOVE EXISTING HANDHOLE., CAP AND ABANDON CONDUITS.

ABANDON EXISTING LOOP DETECTOR.

PROPOSED VIDEO DETECTION ZONE.

REMOVE EXISTING PAVEMENT MARKING.

REMOVE EXISTING GROUND MOUNTED SIGN AND SUPPORTS.

INSTALL ELECTRICAL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO ROADWAY.

EXTSTING STOGNALS
T0 BE REMOVED
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NOTE :

PHASES ASSOCTATED BY A DASHED LINE WILL OPERATE CONCURRENTLY -
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

b —
P

10 US 15

NOT TO SCALE

365
l

j—— JE— — J— —_— e ——

EXISTING
CONDUIT EAST
TO US 40 ALT

US 40 (W. PATRICK ST)
EASTBOUND

)

OLD CAMP RD
IN
BRALLE TYPE 2

SHA RIGHT-—
OF —WAY

BACKFILL TO GRADE.

20,24
PUSH BUTTON PUSH SUTTON
TO CROSS T0 CROSS
OLD CAMP RD OLD CAMP RD
m START CROSSING m START_CROSSING
Wateh For Yatch For
Turning Vehicles Turnlng Yehlcles
lpom. DONT START ‘amt DONT START
:: Flnlsh Crossing : < Finlsh Crossing
rrammt~ | Storfed spmi_If Started
TIHE REMAINING TIHE REMAINING
e To Finish Crossing me T0 Finlsh Crossing
susr  PEDESTRIARS st PEDESTRIARS
mlsmwmwz @Immmmu
IN CROSSWALK IN CROSSWALK

1

CLD CAMF RD

N
BRAILLE TYPE 2

PUSH BUTION (f eush BuTTON
70 CROSS T0 CROSS
W. PATRICK 5T W. PATRICK ST
g STAAT CROSSING g SIART CROSEING
ﬁl Wateh For ml Walch For

Turnleg Vehlcles Turning Vehleles
Saoa’  DOHT START Iahi: DONT START
:: Finlsh Crossing :m: Finlsh Cressing
ente 1] Started “hma ) Started

TIHE REWATNING EE] YIHE_REMAINIHG

= T0 Fialsh Cressing mad To Flnlsh Crossing
s PEGESTRIANS o PEDESTRIANS
mlmwwmmt [lsmmme

N CROSSWALK H CROSSWALK

BRAILLE TYPE 2

)

W. PATRICK ST
IN

1

W, PATRICK ST
N

BRALLE TYPE 2

CONSTRUCTION DETAILS

(CONT. )

cC.
DD.
EE.
FF.

GG.

BRICK OR CONCRETE SHALL

SLEEVED
WOOD SIGN SUPPORTS.

USE EXISTING HANDHOLE.

USE EXISTING CONDUIT.

CAP AND ABANDON EXISTING CONDUIT.

INSTALL GROUND MOUNTED SIGN ON 1—4“X4” WOOD SIGN SUPPORT.
NOTE: SIGN PGSTS INSTALLED IN

HAVE SLEEVED FOUNDATIONS MEETING THE REQUIREMENTS OF
STANDARDS MD 812.05-01 AND MD 812.05-02.

FOUNDATIONS ARE INCIDENTAL TO

INSTALL GROUND MOUNTED SIGN ON 2-4"X4” WOOD SIGN SUPPORT.
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