CONSTRUCTION DETAILS

lUse existing base mounted cabinet/controfler, and all attached equipment.
Use existing conduit.

Use existing Handhole.

Tie new conduit to existing conduit run.

Instal | handhole.
Install 1 in. liquid tight flexiblie conduit for foop detector lead-in.

Instal | mirco-loop probe {set of 3).

Instali 6 ft. x 30 f+. quadrupole type vehicle loop detector (3-6-3 turnsi.
Extend 24 in. wide pavement marking — white for stop line.

Remove existing handhole.

Abandon existing loop detector.

Cap and abandon existing conduit.

Use existing handhole. Pull back existing 2-conductor aluminum shielded cable
and rerun in new conduit to new loop detector.

Q. Install sign on mast arm das shown. Relocate existing fraffic signal as shown.
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instal | handheles splice new loop detector wire to existing 2—conductor aluminum shielded cable.

Install 2 in. polyviny! chloride [Schedule 80] electrical conduit - trenched prior to sidewalk installation.
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PROJECT DESCRIPTION

i GENERAL

This project invoives the modification of the existing traffic controlsignal at the intersection of
MD 24 and Plumtree Road in Harford County, Marylond.
MD 24 is considered to run in a north/south direction.

fl. INTERSECTION OPERATION
The intersection is to continue fo operate in its existing NEMA phase, ful-troffic-actuated mode.

The existing cabinet /controller and the three 4-channelloop detector amplifiers are to be utilized,
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EQUIPMENT LIST

B. Eguipment to be furnished and/or instadlled by the Contractor.
All equipment in this list shallhave catdlog cuts submitted for approvalprior to installation.

Specification

Quantity tnits Section Description
Lump Sum LS 108 Mobilization.
Lump Sum L3 205 Maintenance of traffic.
2 EA 81 Handhole.
255 LF 810 Sawcut for signalloop detector.
825 LF 810 Loop detector wire (No. 14 AW.G.) encased in flexible tubing.
250 LF 805 2-conductor {aluminum shielded) electrical cable (No. 14 AW.G.).
25 LF 805 in. liquid tight flexible non-metdlic conduit for loop detector sleeve.
175 LF 805 2 in. polyvinyl chloride [Schedule 801 electrical conduit - trenched,
15 LF 556 24 in. wide HAPPTPM - white for stop fine.
2 EA - Micro-ioop probe with 500 ft lead-in cable.
1 EA 813 30 in. x 36 in.R 3-5(R) sign with mast arm mounting hordware.
[Lump Sum LS N Relocate existing traffic signat equipment

PRUP S0 AT |
FNTRANCE |

Right-of-Way Line

Plyrvrnt vrvans Do
Plumtree Road

K & T X
AN 7 7 F ;
//J/q/\ / :
— \r — “:5 - — —
——y \
N 1400
| L0
\ \ i \ % .
M MFET EX GRADF \\\ e
CO\ b S :
e N/ |
: i
\ Cd’:p I
o o o e o N ay L TE S I
] 7?:2 ~
s : \RELOCATE E¥ 20565
Cap | GROUND MOUNT
2505, i o

=.
=
«
O
ja b
«
-
Qo
=

Micro~itoon Betector
Lead~in Cable

2-Conductor Cable
CAluminum Shielded)

Existing Loop Detfector Wire

Loop Detector Wire
(Mo, 14 ALW.G.) in Flexible Tubing

Splice existing Aluminum Shieldad
Cable To new Loop Wirs
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Plumtree Centre

MD 24 at Plumgtree Road

Traffic

NO. REVISION DESCRIPTION

BY DATE

1. MD-sha Comments

FJH  14/20/00

Group

The Traffic Group, Ine.
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