NOTE: MD 924 IS ASSUMED TO RUN IN
A NORTH - SOUTH DIRECTION.

RIGHT OF WAY LINE

—= 4—84’
o) o o o O O a o o o) o Q
MD 924
r L Y S
| i
.
b e
&
RIGHT OF WAY LINE
CCONSTRUCTION DETAILSY
@ INSTALL 8'x 30' QUADRUPOLE LOOP DETECTCR (3-6-3 TURNS).
INSTALL 6'x 6'LOOP DETECTOR (4 TURNS).
@ INSTALL 1" LIQUID TIGHT FLEXIBLE NON - METALLIC CONDUIT FOR DETECTOR SLEEVE.
@ USE EXISTING HANDHOLE.
@ USE EXISTING CONDUIT.
(F) USE EXISTING CABINET.
@ INSTALL ELECTRICAL HANDHOLE.
@ INSTALL 2" ELECTRICAL CONDUIT - PVC SCHEDULE 80 - PUSHED
@ INSTALL 2" ELECTRICAL CONDUIT - PVC SCHEDULE 40 - TRENCHED
"EQUIPMENT LISTS"
" ITEM QUANTITY DESCRIPTION
1001 1T EA. MAINTENANCE OF TRAFFIC
80727 390 LF. F & | SAWWCUT FOR SIGNAL (LOCP DETECTOR)
8074 30 L.F. F g | 1" LIQUID TICHT FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR SLEEVE
8025 15C LF. F & | 2" ELECTRICAL CONDUIT - PVYC SCHFEDULE 40 - TRENCHED
8027 75 LF. F & | 2" ELECTRICAL CONDUIT - PVC SCHEDULE 80 - PUSHED
8035 3 EA F & | ELECTRICAL HANDHOLE
8043 1520 L.F. F & | LOCP WIRE ENCASED IN FLEXIBLE TUBING (NO. 14 AWG) \
8044 1430 LF. F & | ELECTRICAL CABLE - 2 CONDUCTOR (ALUMINUM SHIELDED)
8047 40 LF, F & | ELECTRICAL CABLE - 5 CONDUCTOR (NO 14 AWG)
8048 1600 LF, F & | ELECTRICAL CABLE - 7 CONDUCTOR (NO 14 AWG)
8049 250 LF. F & [ ELECTRICAL CABLE - 2 CONDUCTOR (NO 12 AWG)
/
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GENERAL NOTES:

D.C. INDICATES DELAY OQUTPUT.
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PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE COWCURRENTLY
FHASES ASSQCIATED BY A SOLIO LINE WILE NOT OPERATE CONCURRENTLY
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AB,C,D - ELECTRICAL CABLE - 7 CONDUCTOR (NC 14 AWG)

E,F - ELECTRICAL CABLE
G - ELECTRICAL CABLE - 2 CONDUCTOR (NG 12 AWG)

H,J,K,LLM - ELECTRICAL CABLE

5 CONDUCTOR (NO 14 AWG)
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2 CONDUCTOR (ALUMINUM SHIELDED)
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