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GENERAL NOTES— — =/

- THE CONTRACTOR SHALL VARIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE
APPROPRIATE TERMINALS AND PROPERLY LABELING EACH CABLE.
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I EOEEE. TG BRECTRICAL. DOMONLY Sedi: TN CREERCY. BRebls @) ézgl?ht ngégCEIgggTE PREFORMED THERMOPLASTIC PAVEMENT 4., UNDERGROUND UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY
INSTALL 27 FOOT STEEL POLE WITH 50 FOOT MAST ARM, LED SIGNAL . AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL SHALL BE
HEADS. VIDED DETECTION CAMERA., SIGNS, 15 FOOT LIGHTING ARM RESPONSIBLE FOR NOTIFYING “MISS UTILITY” PRIOR TO CONSTRUCTION
WITH 250 WATT HPS LAMP AND LUMINAIRE. OPTICOM(NOTE: TWO (® INSTALL 12 INCH WHITE PREFORMED THERMOPLASTIC PAVEMENT SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. 1IF THE CONTRACTOR
3 INCH PVC 90 DEGREE CONDUIT BEND AND ONE 2 INCH 90 DEGREE MARKING (CROSS WALK). PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC
CONDUIT BEND). SIGNAL WILL OCCUR. THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER
© INSTALL 4 INCH SCHEDULE 80 PVC CONDUIT — TRENCHED. IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
A L. METERED SERRIGE | REHESRI () ABANDON EXISTING CONDUIT. ® _ é 5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED TO AT THE FINAL SIDEgéhK
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COUNTDOWN PEDESTRIAN SIGNAL HEADS., -PUHSH—BHTTFON—AND—SI6N+ ®— & — = MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
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1 30  DEGREE CONBUIT BEND)- CUT AND GAP SIGNAL POLE FROM OF TWO FEET BELOW FINISHED GRADE. i ol 3|8 /\ 6. SEE SIGNING PLANS FOR ANY ADDITIONAL SIGNS NOT SHOWN ON THIS SHEET.
¥ - o —
A () VIDEO DETECTION ZONE. = | & Sle Y 7. PEDESTRIAN PUSH BUTTONS NO. 29 AND NO. 31 SHALL HAVE A MINIMUM SEPARATION
INSTALL 10 FOOT BREAKAWAY PEDESTAL POLE WITH 16" LED ) c{’ N o~ DISTANCE OF 10’'-0". PEDESTRIAN PUSH BUTTONS WILL BE A MAXIMUM OF 10'-0"
COUNTDOWN PEDESTRIAN SIGNAL HEADS, PUSH BUTTONS AND (@ INSTALL 10 FT PEDESTAL POLE CUT AND CAPPED TO 5 FT ~ | s St FROM FACE OF CURB.
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i MD 349 - STA.177+90 RT. MD STD. NO. 65521
(® INSTALL 27 FOOT STEEL POLE WITH 38 FOOT MAST ARM. LED (B) INSTALL 4 INCH SCHEDULE 80 PVC CONDUIT - BORED. LOCATION ‘B’ LOCATION A’ MD 349 - STA.181+75 LT. SEE DETAIL 'H; DRAWING DE 1
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