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US 13 BUSINESS CONSIDERED TO RUN IN

A NORTH-SOUTH DIRECTION.

PROJECT DESCRIPTION

THIS PROJECT INVOLVES THE INSTALLATION OF A PEDESTAL

8

MOUNTED OPTICOM EYE FOR WB E. MAIN STREET AND THE RELOCATION

OF THE EB EYE.
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CONSTRUCTION DETAILS

A. INSTALL 20’ PEDESTAL POLE ON BREAKAWAY T-BASE (1 27 CONDUIT BEND

IN BASE) AND PROPOSED OFPTICOM EYE

0, REMOVE EXISTING OPTICOM EYE AND RELOCATE AS SHOWN

C. INSTALL HANDBOX |

0. INSTALL 2” SCH 80 CONDUIT-TRENCHED

E. INSTALL 3" SCH 80 CONDUIT-TRENCHED

F. INSTALL NEW 12”/8" 5-SECTION BLACK FACED SIGNAL HEAD ON EXISTING MAST ARM.

G. USE EXISTING CONDUIT LOCATED IN PEDESTRIAN UNDERPASS

H. INSTALL 3 CONDUIT BEND IN EXISTING CABINET FOUNDATION

J. LOCATE EXISTING CONDUIT. CUT, AND TIE IN NEW CONDUIT

K. USE EXISTING CONDUIT

. USE EXISTING HANDHOLE

M. REMOVE EXISTING SIGNAL AND INSTALL NEW BLACK FACED SIGNAL HEAD
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PHASES ASSOCIATED BY A DASHED LINE WH.L OPERATE CONCURRENTLY
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY

A. EQUIPMENT 70O BE FURNISHED BY THE ADMINISTRATION

NUONE

B. EQUIPMENT TO BE SUPPLIED AND/UR

INSTALLED BY THE CONTRACTOR
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ITEM DESCRIPTION

MATINTENANCE OF TRAFFIC
FURNISH AND INSTALL

FURNITSH

AND

INSTALL

12" VEHICULAR TRAFFIC SIGNAL HEAD SCETION
OPTICOM DETECTOR EYE

FURNISH AND INSTALL 8" VEHICULAR TRAFFIC SIGNAL HEAD SECTION
FURNISH AND INSTALL BREAKAWAY PEDESTAL POLE (ANY SIZE)

INSTALL CONDUIT BEND

[N EXISTING FOUNDATION

REMOVE AND DISPOSE OF EXISTING EQUIPMENT-PER ASSIOGNMENT

FURNISH
- URNISH
FURNISH
FURNISH
FURNISH
FURNISH

FURNISH

AND
AND
AND
AND
AND
AND
AND

INSTALL
INSTALL
INSTALL
INSTALL
INSTALL
INSTALL
INSTALL

2" SCH 80 RIGID PVYC ELECTRICAL CONDUIT-TRENCHED
37 SCH 80 RIGID PVC ELECTRICAL CONDUIT-TRENCHED
OPTICOM DETECTOR CABLE

CONCRETE FOR SIGNAL FOUNDATION

#6 BARE COPPER STRANDED GROUND WIRE

FLECTRICAL HANDBOX

GROUND RQD 3" DIAMETER X 10’ LENGTH

RELOCATE EXISTING SIGNAL HEAD (OPTICOM DETECTOR EYE)

FURNISH

AND

INSTALL

7—-CONDUCTOR NO 14 AWG ELECTRICAL CABLE

RETURNED TO THE ADMINISTRATION

ALL EQUIPMENT THAT 1S REMOVED SHALL BECOME THE PROPERTY OF THE CONTRACTOR.
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