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APPROVAL: CHIEF SIGNAL DESIGN

SECTION

APPROVAL: DISTRICT
TRAFFIC ENGINEER

WIRING KEY

FOR I/C SEE

DDFF,IL,MM - (2 PAIR INTERCONNECT CABLE (NO IS A.W.G.) TS-1986 &TS-1967 ,fgééqé;;;f A
BB-3-CONDUCTOR CABLE (NO 14 A.W.G.) CHIE-BUREAL 1
HH,GG,JJKK - 3. CONDUCTOR CABLE (NO 14 AW.G) TRAFFIC ENGINEERING
DD -~ SUBMARINE CABLE (TELEMETRY CABLE~NO I9 AWG)
LL - SUBMARINE CABLE(3 CONDUCTOR- NO 14 AWG) —
oA e/

APPROVAL: DEPUTY CHIEF ENGINEER
TRAFFIC-

NOTES o
—_— REVISIONS
1) Punch hole th{‘ough bulkheads, A tight fitting sleeve and gasket ) b
shall be provided to prevent loss of fines from the supported material. !,,--/ STATE OF MARYLAND
2) If the openings in bulkheads occurs above extreme low water, the DEPARTMENT OF TRANSPORTATION
affected timber area at opening shall receive a soaking of creosote STATE HIGHWAY ADMINISTRATION
or other suitable preservative,
b - s’f / OFFICE OF TRAEFIC — BUREAU OF TRAFFIC ENGINEERING
3) The conduit and cable runs shall avoid fouling existing tie rods from /
‘ bulkheads to the dead man. / g{:_g gi}% A %%g
4) A minimum of 5 ft. depth shall be maintained for submarine cable ' /
2 : S below / 5 o b e R e T .
the existing riverbed. / / L %?f i}fﬁ@ 5@ TQ {f?% LL ST
5) ggi gi;cement of conduits and cables shall be maintained within the SCALE — CONTRACT NO.
' i"280" WI-632-502 185
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