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CONSTRUCTION DETAILS
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Revision ' C

NOTES
A. Installhandhole. 0. Use existing strain pole. 1. Pavement markings shown are existing
B. Use existing handhole. Splice new loop wire to existing P. Use existing strain pole. Tie new conduit to existing elbow. _
2-conductor shielded cable. o i 2. Revision 'C'is a revision to the traffic
L . . . Q. Use existing cabinet/controller. signalinterconnect built in January, 1996
C. Install1in. liquid tight flexible conduit for loop detector lead-in. under S.H.A. Contract No.: BW831-802-712
R. Use existing cabinet/controller. Replace existing 2-channelloop T ’ ’
D. Install2 in. polyvinyl chloride [Schedule 801 electrical conduit - trenched. detector system with 4-channelrack mounted detection. w
E. Install2 in. polyvinyl chloride [Schedule 807 electrical conduit - bored. S. Use existing cabinet/controller. Replace existing 2-channelloop
detector system with 4-channelrack mounted detection. Install .
F. Install 2 in. polyvinyl chloride [Schedule 8O electrical conduit - slotted in roadway. an additional 4 in. elbow in base and additional detector panel. r ”
G. Install4 in. polyvinyl chloride [Schedule 801 electrical conduit - trenched. T. Use existing cabinet/controller. Replace existing 2-channelloop
detector system with 4-channelrack mounted detection.
H. Install6 ft. x 6 ft. vehicle loop detector (4 turns). Install an additional detector panel. p
J.  Use existing handhole. U. Remove existing handhole.
77 Ine.
K. Located and use existing handhole. Adjust frame and cover to grade. V. Cap and abandon existing conduit. The ?ﬁﬁ%ﬂp’ -
. . . . " 40 W. Chesapeake Avenue
L. Use existing conduit. W. Use existing strain pole. Installan additional weatherhead. Towson, Maryland 21204
M. Use existing span wire. X. Disconnect and pullback existing cables and re-run. 105878405
1-800-583-8411
N. Use existing span wire and re-ring. Y. Install6 ft. x 30 ft. quadrupole type vehicle loop detector (3-6-3 turns). Fax 410-321-8458
Job. No. 970727023
IC-3.DGN
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s s SEWER MAIN . oS DATE: _December 14,1995 LOG MILE * 06002610.24
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