CONSTRUCTION NOTES CONSTRUCTION NOTES (CONTD. )
H. USE EXISTING CONDUIT.
A. INSTALL HANDHOLE. J. USE EXISTING STRAIN POLE.
B. INSTALL 40-FOOT CLASS Il WOOD POLE. Jo USE EXISTING STRAIN PO
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E. INSTALL 3/8 INCH DIAMETER STEEL SPAN WIRE AND RING WITH 12-PAIR N INSTALL 5% GALUANIZED CONDOIT FOR SAMPLING LOOP LEAD-IN CABLE. :
INTERCONNECT CABLE AT 20-FEET ABOVE GROUND.
P. REMOVE EXISTING HANDBOX AND CONDUIT ALONG SOUTHBOUND MD 27.
F. USE EXISTING CABINET/CONTROLLER. DBOX AND ConD
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

) OFFICE OF TRAFHIC & SAFETY
' TRAFFIC ENGINEERING DESIGN DIVISION

MD 27 FROM RIDGE AVE.TO 1,300 FT.NORTH
OF CENTER ST. WIDENING AND RESURFACING
MOUNT AIRY, MARYLAND

TEMPORARY INTERCONNECT PLAN

SCALE 1" = 50 DATE 842000 CONTRACT NO. CL8a7A53
A 12-PAIR VOICE GRADE TELEMETRY DESIGNED BY  FRANK HOECKEL COUNTY CARROLL
INTERCONNECT CABLE (NO. 19 AWG) DRAWN BY LOGMILE 06002700.80-06002701-47
' ' SABRA,WANG & ASSOCIATES, INC. .
2 1504 JOH AVENUE CHECKED BY KIM WINKLER TIMS NO. -954 |-054
a : SUITE 160
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