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GENERAL NOTES
" 1. VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH
D THE SHA ENGINEER. |
N 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET
| LOCATIONS PRIOR TO INSTALLATION.
RIGHT-OF - 3. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE
O I @Z , NE R WITH MSHA STANDARDS.
O n " 4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
< | _ SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL
o CONSTRUCTION DETAILS o EACH CABLE. |
| ' 5. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
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= F | 0= SIGN. (NOTE 1-2 INCH, SCHEDULE 80. 90 DEGREE PVC CONDUIT BEND PROJECT ENGINEER. | | T
o o | | 6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
— O o » INSTALL CLASS 2 WOOD POLE. TWO-DOWN GUYS W/ANCHORS. VIDEG FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
Z T o j | DETECTION CAMERA. POLE MOUNTED NEMA SIZE 5 CABINET. AND ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES
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U = RE-INSTALL EXISTING ADVANCE RAILROAD CROSSING MARKINGS WITH NSTALLATION OF ALL SIGNAL EQUIPMENT. '
o g 24 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT INSTAL AL SIG
o = MARKINGS AND SYMBOLS IN ACCORDANCE WITH MUTCD STD. 8B-2 & 8B-3.
. — |
Y RE-INSTALL EXISTING STOP LINE WITH 24 INCH WHITE LEAD FREE REFLECTIVE,
A E e e 0 ¢ THERMOPLASTIC PAVEMENT MARKING.
= 2 (E) FURNISH AND INSTALL ELECTRICAL HANDHOLE.
< -
= ! (F) TRENCH ONE 2 INCH SCHEDULE 80, PVC ELECTRICAL CONDUIT.
SLOT ONE 4 INCH SCHEDULE 80. PVC ELECTRICAL CONDUIT.
=\ BGE TO PROVIDE SERVICE FROM BGE POLE NUMBER 91277. INSTALL -
=] E— ONE- 3 INCH RISER FOR POWER AND ONE— 3 INCH RISER FOR PHONE DROP. TOD No.: AT717-09
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— , _ - _ | | . ~ MD 97 @ CSX RR Crossing
= LOCATED WITHIN THE BREARCING, ART (J) INSTALL METERED SERVICE PEDESTAL Howard County
m 62’ WKLINE / '
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— /Q/ / (K) TRENCH ONE 3 INCH SCHEDULE 80, PVC ELECTRICAL CONDUIT. TATE OF MARTLAND
> /77 2 (L) REMOVE EXISTING SIGN AND SUPPORTS. BB AR  DEPARTMENT OF TRANSPORTATION
‘ , | | = 1] _ pieiliatle
N F - L S (M) INSTALL 3 INCH CONDUIT. TRENCHED., FROM UTILITY POLE TO S STATE HIGHWAY ADMINISTRATION
T | , ;7 CONTROL CABINET FOR TELEPHONE SERVICE. " OFFICE OF TRAFFIC & SAFETY
(:} m & / ey i - TRAFFIC ENGINEERING DESIGN DIVISION
| — = A / / |
| / /oy
/ /L SOUTHBOUND MD 97 AT THE CSX RAILROAD
/ S S HAZARD IDENTIFICATION BEACON
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> / / // / _ - _ — _ _
S ! / | DESIGNED BY - COUNTY CARROLL.
% UNDERGROUND NATURAL | DRAWN BY. LOGMILE 06097000.33
o | GAS TRANSMISSION LINE ' CHECKED BY T.I.M.S. NO.____ G686
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