PROJECT DESCRIPTION

. GENERAL

This project involves the modification of the existing traffic signal at the
intersection of Shady Grove Rd. and |-270 SB Off Ramp in Montgomery County,
Maryland. Shady Grove Rd. is considered to run in an north/south direction.

. INTERSECTION OPERATION

No functional change shalibe made at this intersection.

EQUIPMENT [IST

B. Equipment to be furnished and installed by the Contractor.
All equipment in this list shallhave catalog cuts submitted
for approval prior to instaliation.

SHA
Specification
Quantity Unit Section Description
Lump Sum LS 108 Mobilization.
Lump Sum LS 104 Maintenance of traffic.

1 CY 205 Test pit excavation,

1 EA 818 12 in. x 30 ft. steelstrain pole.

K 6 EA 814 12 in., 3-section (R,Y,G) adjustable black faced
signalhead with span wire mounting hardware
and tunneivisors.

1 EA 816 Standard S.H.A. base mounted traffic signal
cabinet (existing controller and loop detector amplifiers to
be relocated from the existing cabinet) [Note: Cabinet shall
be purchased from Econolite and delivered to the S.H.A.
signal shop for wiring and testing.

Contact Mr. Ed Rodenhizer (410) 787-76501.

1 EA 816 Spiice cabinet - pole mount.

2 EA 813 30 in. x 36 in. R3-5(L) sign - span wire.

2 EA 813 54 In. x 30 in, R3-5(2) sign - span wire. k

1 EA 806 15 ft. luminaire arm. |

1 EA 806 250 W H.P.S. lamp and luminarie.

2 EA 811 Handhole.

500 LF 815 Sawcut for signalloop detector.

1800 LF 810 Loop detector wire (No. 14 AW.G.) encased

| in flexible tubing.

500 LF 810 2-conductor (aluminum shielded) cable.

50 LF 810 2-conductor electrical tray cable (No. 12 AW.G.).

450 |.F 810 S-conductor electrical cable (No. 8 A.W.G.).

90 LF 810 S-conductor electrical cable (No, 14 AW.G.).

700 LF 810 /-conductor electricalcable (No. 14 A W.G.).

450 LF 810 12-pair jelly-filled telemetry interconnect cabie
(No. 19 A W.G.).

20 LF 8504 Bare copper stranded ground wire (No. 6 AW.G.).

275 LF 819 3gin. steel span wire.

30 LF 805 Tin. liguid tight flexible conduit for detector
sleeve.

125 LF 805 S In. polyvinyl chloride [Schedule 801
electrical conduit - trenched.

60 LF 805 4 in. polyvinyl chloride ESchedule 80]
electrical conduit - trenched.

4.5 CY 801 Concrete foundation for signal equipment.

5 EA 804 Ground rod %iin. diameter x 10 ft. length.
70 LF 556 24 in. wide HAPPTPM - white for stop line.

1 EA s 3 in. Weatherhead.

1 EA --- Elbow into existing pole base.
Lump Sum LS S Flectrical service modification.
Lump Sum LS e Relocate existing traffic signal equipment.

Relocate existing traffic signalinterconnect cable
to new utility poles (4 poles).

Lump Sum LS e

Lump Sum LS = Remove existing signal equipment.

Lump Sum LS i As-built on CADD (for MD-SHA).

¥ NOTE: MC-DOT willbe supplying four (4) of the traffic signal heads.
Contact Bob Gonzales (240-777-6000) for details.

CONTACT LIST

The contact persons for District *3 are as follows:

Mr. Majib Shakib

Assistant District Engineer - Traffic

301-513-7358

Mr. Augie Rebish

Assistant District Engineer - Utility

301-513-7350

Mr. Randy Brown

Assistant District Engineer - Maintenance

301-513-7304

Mr. Richard L. Daff

Chief, Traffic Operations Division
410-787-7630
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2-Conductor Cable
CATuminum Shielded)

h—Conductor Electrical
Cable (No. 14 A.W.G. )

{—Conductor Electrical
Cable (No. 14 A.W.G)

12-Pair Yoice Grade
Telemetry Interconnect
Cable (No. 19 A.W.G.)

Existing Telemetry
Interconnect Cable

gare Copper Ground
Wire (No. b AJW.G.)

3-Wire (No. 4 A.W.G.) for
Flectrical Service

2—Conductor Electrical
Tray Cable (No. 12 A.W.G)

3-Conductor Electrical

Cable (No. 8 A.W.G} for
Power Feed To Existing

surveil lance Camera

Loop Detector Wire
(No. 14 A.W.G.)
in Flexible Tubing

Proposed Grounding Rod
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