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MD 28 is assumed to run | orbggi | \\ » OPERATION
in an east-west orientation CONSTRUGTION DETAILS 16" x VARIABL E ASiemblz ASiembll)I! \
36" x 75 24" x 51 PHASING NOTES: |
A. INSTALL 10 FT. STEEL PEDESTAL POLE WITH POLE MOUNTED PEDESTRIAN SIGNAL, \ ey Dy oo LIS ML W GPERATE CNOURENTLY.
PUSHBUTTON AND R10-4(1) SIGN (NOTE: 1-2 IN. SCHEDULE 80, 90 DEGREE PVC CONDUIT BEND) M ' '

B. INSTALL HANDHOLE |

C. INSTALL 6 FT. BY 30 FT. QUADRUPOLE (3-6-3) TYPE LOOP DETECTOR ENCASED IN % IN. FLEXIBLE TUBING.

D. INSTALL 6 FT. BY 6 FT. (4 TURNS) TYPE LOOP DETECTOR ENCASED IN4IN. FLEXIBLE TUBING

E. INSTALL 1 IN. LIQUID-TIGHT, FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE)

F. INSTALL 2 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (BORED)

G. INSTALL 3 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (BORED) L
H. INSTALL 2 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED) N\

I ¢ ALE INSTALL 12 IN. X 30 IN. 2-PLY STEEL STRAIN POLE, 20 FT. LIGHTING ARM AND £

" 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE, POLE MOUNTED PEDESTRIAN SIGNAL. PUSHBUTTON A
AND R10-4(1) SIGN,SHIELD ASSEMBLY (NGTE 1-4 IN SCHEDULE 80 90'PVC GONDUIT BEND)

J. USE-EXISTING-STRAIN-POLE INSTALL1 IN. X 30 FT TWO-PLY STEEL STRAIN POLE 20 FT. LIGHTING ARM AND &%
250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE, SHIELD ASSEMBLY &

K. REMOVE EXISTING STRAIN POLE AND POLE MOUNTED SIGNAL é

L. INSTALL 12 IN. X 30 FT. (TWO-PLY) STEEL STRAIN POLE WITH POLE MOUNTED SIGNAL HEAD PEDESTRIAN /¥ __
PUSHBUTTON, AND R10-4(1) SIGN (NOTE: 1-4 IN. SCHEDULE 80, 90 DEGREE PVC CONDUIT BEND)

M. INSTALL 4 IN. SCHEDULE 80 POLYVINYL CHLORIDE ELECRICAL CONDUIT (TRENCHED)

N. ABANDON EXISTING LOOP DETECTOR

0. INSTALL 24 IN. PREFORMED PAVEMENT MARKING TAP

P. __”__t'_-“,-,k_. ) A l
REMOVE EXISTING STRAIN POLE

Q. INSTALL34" STEEL SPAN WIRE, TRAFFIC SIGNAL HEADS, SIGNS

R. REMOVE EXISTING SPAN WIRE, TRAFFIC SIGNAL HEADS AND SIGNS

S. REMOVE EXISTING HANDHOLE -

T. INSTALL 3 IN. SCHEDULE 80 POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED)

U. INSTALL 12 IN. PREFORMED PAVEMENT MARKING TAPE

W. INSTAL?IZ 12 IN X 30 FT TWO-PLY STEEL STRAIN POLE
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MD 28 (Norbeck Road)

o GENERAL NOTES 3
e o - 3
(1) Al signal equipment shall be installed to final grade (3) Geometrics shall be confirmed prior to the installation of all g ( [SP-1 ) e
| T

signal equipment.

(2) Alt underground and overhead utilities shown on these plans are | _
schematic and are not to be considered complete. The Contractor (4) Loop detectors and conduit shall be installed prior to the installation
shall be responsible for notifying all utility companies tpnc:;r.- to of pavement markings. .
construction so that all utiliies may be located in the field. Ifthe REVISIONS APPROVALS
Contractor perceives that a conflict between the utilities and the traffic (5) The contractor shall have a catalog cut approved by the Office of — —
signal eEmpment will occur, the Contractor shall notify the appropriate Traffic and Safety prior to purchasing equipment.

Project Engineer immediately. | -
_ . . . . . - I ASST. TRAFFIC ENGINEERING DESIGN DIVISION
_ _LEGEND OF UNDERGROUND @ Signal operations shall be maintained at all times. | | |

AND OVERHEAD UTILITIES

|\ MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
_ u Office of Traffic & Safely ‘

TRAFFIC ENGINEERING DESIGN DIVISION

EEERICA_II__RIgABLE —A é— @ Loop deteCtors.Sha" e placed 12" to 18" behind the stop lines. | - e ASST. DISTRICT ENGINEER, TRAFFIC TraffIC Signal Plan

TELEPHONE —T — W GREENHORNE & O'MARA, INC. 3] REVISION NO. 3 5/24/00 MD 28 at East Gude Drive

GAS —G———G— /(/‘L?% 610 GLENEAGLES COURT, SUITE 106 | Z % m- CHIEF, TRAFFIC ENGINEERING DESIGN DIVISION | -

SEWER %/(?/)/ BALTIMORE, MARYLAND 21286 ' e sta 9w EEES:EDB Ygzs,f. e :g'

WATER /////% (410) 583-6700 Signal reconstruc due o geometic improvements | b scate: 1" =00 COUNTY: Montgomery SHERT RO:
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