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1 CONSTRUCTION DETAILS

NOTE: MD 97 1S ASSUMED TO RUN IN
A NORTH-SOUTH DIRECTION.
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, - HA RIGHT-OF -WAY
| A. USE EXISTING CABINET SHA RIGHT-0 \
| B. USE EXISTING CONDUIT. ‘
C. USE EXISTING HANDHOLE. 142"
| D. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL | 3 -
: CONDU]T - TRENCHEDO . : ' rea f"”’": :““":
E. REMOVE THE EXISTING PEDESTAL POLE. PEDESTRIAN SIGNAL - Ve T e
? HEAD AND FOUNDATION 12 INCH BELOW GRADE AND BACKFILL. * | | L AN W A
F. REMOVE EXISTING PEDESTRIAN SIGNAL HEAD. e
} G. ADJUST THE GRADE OF THE EXISTING HANDHOLE. ﬁ | | . |
| H. REMOVE EXISTING PAVEMENT MARK INGS. o E )
| J. INSTALL 12 INCH WHITE PERMANENT PREFORMED THERMOPLASTIC Qi ol
| *" PAVEMENT MARKING FOR CROSSWALK. - 1 o~
‘K. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL -; z =
POLE WITH BREAKAWAY BASE WITH COUNTDOWN PEDESTRIAN
SIGNAL HEAD SECTIONS. R10-3(1) SIGN (TO READ “PUSH BUTTON TO! -
_ CROSS GEORGIA”). AND AUDIBLE TACTILE PEDESTRIAN PUSH | D =
EOMETRIC LEGEND BUTTON STATION WITH INTERNATIONAL TYPE Il BRAILLE ON FACE i e® )
S PLATE. (NOTE: ONE-3 INCH PVC SCHEDULE 80. 90-DEGREE CONDUIT | ~— =
======= EXISTING BEND). STA. 409+97.73'RT. ' i . ‘—-‘
| L. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE | 2 >
| PROPOSED WITH BREAKAWAY BASE WITH COUNTDOWN PEDESTRIAN SIGNAL HEAD . S
SECTIONS R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS CONNECTICUT”). =
UTILITY LEGEND AND AUDIBLE TACTILE PEDESTRIAN PUSH BUTTON STATION WITH
| ‘ INTERNATIONAL TYPE [l BRAILLE ON FACE PLATE. (NOTE: ONE=3 INCH PVC =
-~ — -~ 3p — — - STORM DRAIN SCHEDULE 80. 90-DEGREE CONDUIT BEND). STA. 408+87.97" LT.. ()
G GAS MAIN STA. 409483, 89’ RT.. STA. 409490 .97" LT. O
W WATER MAIN M. ADJUST VIDEQ DETECTION ZONE. =
S SEWER MAIN N. REMOVE PEDESTRIAN SIGNAL HEAD. PUSH BUTTON AND SIGN.
. P. CAP AND ABANDON EXISTING CONDUIT.
E ELECTRIC CABLES |R. INSTALL 24 INCH WHITE ‘PERMANENT PREFORMED THERMOPLASTIC
A 1~ AERIAL CABLES PAVEMENT MARKING FOR STOP LINE.
T TELEPHONE CABLES|Se. USE EXISTING HANDHOLE. ADJUST THE HANDHOLE TO THE SIDEWALK GRADE.
F .

T. INSTALL MODIFIED CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH BREAKAWAY COUPL!NGS
WITH COUNTDOWN PEDESTRIAN SIGNAL HEAD SECTIONS. R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS
GEORGIA™)s AND AUDIBLE TACTILE PEOESTRIAN PUSH BUTTON STATION WiTH INTERNATIONAL TYPE II
BRAILLE ON FACE PLATE. (NOTE: ONE-3 INCH PVC SCHEDULE 80. 90-DEGREE CONDUIT BEND).

STA. 408+78.68° LT.. AND STA. 408+76.76° RT. THE CONTRACTOR SHALL HAND DIG TO INSTALL THE
CONCRETE FOUNDATION DUE TO THE PRESENCE OF UNDERGROUND UTILITIES.
U. INSTALL MODIFIED CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH BREAKAWAY COUPL INGS

WITH COUNTDOWN PEDESTRIAN SIGNAL HEAD SECTIONS R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS
CONNECTICUT" )« AND AUDIBLE TACTILE PEDESTRIAN PUSH BUTTON STATION WITH INTERNATIONAL TYPE Il
BRAILLE ON FACE PLATE. (NOTE: ONE-3 INCH PVC SCHEDULE 80. 90-DEGREE CONDUIT BEND).

STA. 409402. 93° RT. THE CONTRACTOR SHALL HAND DIG TO

INSTALL THE CONCRETE FOUNDATION DUE TO PRESENCE OF UNDERGROUND UTILIITES.

V. INSTALL MODIFIED CONCRETE FOUNDATION Wiin 10 FT. STEEL PEDESTAL POLE wm—
WITH BREAKAWAY COUPL INGS WITH COUNTDOWN PEDESTRIAN SIGNAL HEAD ; STATE OF MARYLAND
SECTIONS R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS GEORGIA“). AND. DEPARTMENT OF TRANSPORTATION
AUDIBLE TACTILE PEDESTRIAN PUSHBUTTON STATION WITH INTERNATIONAL TYPE STATE HIGHWAY ADMINISTRATION
L T oa g o3 =3, NCH THC SCHEDULE, 80, o0 e Onee orric o e & s
CONDU ND). STATION . LT. TH A :

TO INSTALL THE CONCRETE FOUNDATION DUE TO THE PRESENCE OF UNDERGROUND TRAFFIC ENGINEERING DESIGN DIVISION
UTILITIES. : MD 97 (GEORGIA AVENUE) AND

MD 185 (CONNECTICUT AVENUE)
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