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IN A NORTH-SOUTH DIRECTION.

D-3(1

(DUAL~-FACED)
VARIABLE X 16°

el
M3 -1
L.24 .H'x,l 2 i
30434 el
o [ MARYLAND ]
—— .M1—5
YR
e - = )
| f-i-); M6-1(1)(R)
TR R ) [ " "
AL , . l 1 217x15
R3-51 R3-6 R3-5R )
30" x 36" 30" x 36 30° x 36"
']
R10-3(1}) . R10-3(1) R10-3(1) R10=3(1) R10-3(1)
9” X 15:; 9“ X 15" gu }('15H 9" ).( 1'511
& busH sutToN | f’ PUSH BUTTON \ ((( PUSH BUTTON 1 /" PUSH BUTTON / Pusnewnum
d | 10 cross _ T0 CROSS TC CROSS T0 CROSS T0 CROSS
| GEORGIA AVENUE § GEORGIA AVENUE | GEORGIA AVENUE OLD BALTIMORE ROAD il BALT]MORE. ROAD ]
o START CROSSING | o SV CROSSIG || am  START CROSSING . START CROSSWG o STARTCROSSHG. ||
” i — ——— I h . —— e " e — T s e
't . WATCH FOR TCH FOR J NATCH FO WATCH f0A
" @ i inles | | _TURIONG RS l wewooss | | s | H— s
Y ' ' DON'T START T DOWTSIART GoNT SIART 00T START
: ?.W,m AR g (| B s [ ¥ BT 4 BT FUISH CAOSSAG
“¥CH - fInish Crossing B f I |i
R /ey 1 Started USRS FSIARTED Il = _ESIANIED A MBS oD | i USRS STARTED
[ [oa JME REXAIKING m TIVE REMAIOG mﬂ 1028 REALNS TRIE REMARNG f m TR4E REMALIAN F
| 35 To Flnksh Crossing JORSI CROSSHG 8] s | 2 10eSH CR03EG ¥ e
PEDESTRIANS e e — I e ~
* SHOULD MOT BE . I PeleSTRIANS ] PEDESTNMNG | PEDESTRIANS I PEDESTRIARS -
i n s R

)

STREET NAME
N
BRALLE ‘n'PE :?

=

)

STREET NALE
N
BRALLE TYPE 2

42 .43
OLD BALTIMORE RD

GEORGIA AVE

CONSTRUCTION DETAILS

A. Lnstall 27' steel pole with single 50 mast arm. traffic sighql
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EXISTING SIGNS

PROPOSED LED SIGNALS
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CENERAL NOTES:

1: All underground utilities shown on these pians are
schematic only ond may not be complete. The contractor
shai! be responsible for notifying “MISS UTILITY" prior
to construction so0 that all utilities may be located
in the field. [f the contractor perceives that a conflict
between the utilities and the traffic signal will occur.
the confractor shall notify the project engineer
immediatély so that the conflict mgy be resolved.
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All Traffic Signgl Foundations shall be instglied at the
Final Siflewaik of Curb grade for closed sections.
Highest Roodway érofile Crade for open sections. 1o

meet clegrances gs specified in MD 816.03:. MD 818.01.

MD 818.02. and MD 818.04 The contractor shall verify
ultimote,graodes prior to the installation of all signal
equipment.

3v All poverment markings dstailed are.proposed and are to
be instatled in dccordance with SHA standards. All
crosswa!fs shall be centered on handicap ramps or median
cut throughs.

4. The developer's contracior is responsible for the
instal lg¥ion of the proposed curb and gutter. The
developel's cgn+rthor will also be responsible for
the instdligtion.of the ADA ramps after the installgtion
of the signal equipment.
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héads. signs and pole mounted shield assemblies. (Note: 1-3° 90°
polyvinyl chloride (Schedule 80) bend.)
B. Install 27" upright steel pote with twin | 50°-60") mast ormé:
fraffic signal heads. signs. video detection camergs and g 15
lighting orm with LED luminaire and Lamp (Note: 2-3" 90°
polyvinyl chloride (Schedule 80) bends.)
C. Install 10"’ pedestal pole (with bregkaway coupling system,
modified foundation STD No. 801.01-01). Countdown pedesfr!an .
signal head and audible pushbutton with pedestrign education sign
(R10-3(1). (Note: 1-2" 90° polyviny!l chloride (Schedule 80) bend.)
D. install NEMA size “S” base-mounted cabinet and controiler with battery
backup. and all necessary equipment as shown.
E instali metered pedestal for underground electrical service.
F. Instal!l handhole.
G. Instdil 4" polyvinyl chloridée electrical conduit (Schedule 80) (trenched).
H. [nstall 4" polyvinyl chloride eiectrical conduit (Schedule 80) (bored).
J. Install 3" polyvinyl chtoride electrical conduit (Schedule 80) (trenched).
K. Install 2" polyvinyl chloride electrical conduit (Schedule 80) (trenched).
L. Instali{ ground mounted sign With 4"x 6" wood posts as shown.
M. Install 6'x 6’ loop detector encased in 1/4” flexible tubing (4-turns).
N, Install 1” galvanized electrical conduit (detector wire sleeve).
0. Install 4" polyvinyl chloride electrical conduit (Schedule 80) (trenched)
for electrical service by PEPCO. (Note: Install 47 bend at wood pole basel.
P. Install 24" white heat applied permanent preformed thermoplastic pavement
marking (stopline).
Q. Install 12" white heat applied permanent preformed thermoplastic pavement

maorking (crosswalk}).
R. Use existing handhole.
S. Use existing conduit.

T. Use existing handhole. disconnects pul Iback.,
interconnect cable t0 proposed cabinert.

and reroute existing

U. Remove existing handhole and cap and abandon existing conduit.

V. Remove existing strain pole and ollnossocicfed signagl
(Note: Contractor shall backfill 12" below grade.)

cabinet with controller gnd backftill

W. Remove existing
remove gl |

(Montgomery County forces shall
the cagbinet. )

service.

X. PEPCO shall remove existing overhead electrical

Y. Disconnect existing 6°x 6° loop detectors in handhole.
2-conductor shielded cable and reroute to proposed cabinet.
(See Wiring Diagram for more details.)

Z. Proposed Median cut—-through (at grade sidewagik)
surfaoces to be installed by developers contractor.
24”

ag.Remove existing stopline pavement marking and install

white,

12" below grade.
aquxi liary equipment from

with detectgbie warning

heat

app |l ied permonent preformed thermoplastic pavement marking {(stopline).

bb.Remove existing crosswalk pavement marking and install 127

cc.Proposed Paragllel ramp Standard NO.

white.
app!ied permanent preformed thermoplastic pavement marking (crosswalk).

MD 655.12 with Detectable Warning

heat

equipment @s shown.

splice on proposed

Surface Standard No. MD 655.40. to be installed by developer’s contractor.

dd.Proposed pavement markings toO bDe

installed by developers contractor.
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