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CONSTRUCTION DETAILS

1. install NEMA size 6 base-mounted cabinet and controller with all necessary equipment as shown
Note; 1~ 2 inch, polyvinyl chloride (schedule 80) bend 1 — 3 inch,palyvinyl chloride (schedule 80)
bend, 2 ~ 4 inch, polyvinyl chloride {schedule 80) bend.

2. Install 27 . steel mast arm  pole with 32 ft. mast arm, vehicle signal heads, signs 10 1. luminaire arm
and 280 watt HPS luminaire. (Note: One three inch conduit bend in pole base).

3. Install 27 ft steeltwin mastarm pole with 36 ft. x 80 ft. mast arms, vehicle signal heads, signs,10 ft.
luminaire arm and 250 watt HPS luminaire.

4. Install Handhole.

5. Install inch liquid tight flexible conduit for loop detector lead-in.

6, Install 2 inch polyvinyl chloride [Schedule 80] electrical conduit — trenched.
7. Install 3 inch polyvinyl chioride [Schedule 80] alectriclal conduit ~ slotled.
8. Install 4 inch polyvinyl chloride [Schedule 80] electrical conduit — trenched
9. Install micro-loop probes (set of 3).

10. Install 6 ft. x 30, fequadrupcle type vehicle locop detector {3-6-3 turns).
1. Install 6 ft. x 6 ftvehicle loop detector (4 tumns).

12. install 24 Inch wide pavement marking — white for stop line.

13. Remove existing ground mounted sign.

14. Install W3-3 ground mounted sign 475 feetfrom stop line.

18, Use existing handhole and conduit.

16. Install handhole on existing conduit.,

17. Install 6ft x 6ft vehicle loop detector.
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