MD 124 1S CONSIDERED TO RUN IN
NORTH-SOUTH- DIRECTION.
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PROJECT -DESCRIPTION

THIS PROJECT INVOLVES THE INSTALLATION OF A
NB E/P LEFT TURN PHASE AND SIGNING FOR MD 124.
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PHASES ASSOCIATED BY A DASHED LINE -WILL OPERATE CONCURRENTLY
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY

A. EQUIPMENT TO BE SU?PLIED BY THE ADMINISTRATION
QUANTITY ITEM DESCRIPTION ‘

92 SF SHEET ALUMINUM SIGN AS SHOWN ABDOVE
WITH SPAN WIRE TEATHERS :

B. EQUIPMENT TO Bt SUPPLIED AND/OR INSTALLED BY THE CONTRACTOR
ITEM # QUANTITY ITEM DESCRIPTION
1001 1 EA MAINTENANCE OF TRAFFIC - .
8015 26 EA FURNISH AND INSTALL 12" VEHICULAR TRAFFIC SIGNAL HFAD SECTION
WITH TEATHERS FOR ATTACHING TO TEATHER WIRE
80z8 1 EA REMOVE AND DISPOSE OF EXISTING EQUIPMENT PER ASSIGNMENT
8046 A E5LF FURNISH AND INSTALL 17 NON-METALLIC CONDUIT FOR DETECTOR SLEEVE
8051 92 SF INSTALL DVERHEAD SICN
8059 22bF HIEWFFURNISH AND INSTALL 2-CONDUCTOR NO 14AWG (ALUMINUM SHIEDED)
ELECTRICAL CABLE .
8062 20 LF FURNISH AND INSTALL 5-CONDUCTOR NO T4AWG ELECTRICAL CABLE
8063 280 LF FURNISH AND INSTALL 7-CONDUCTOR NO 14AWG ELECTRICAL CABLE
8064 S50+ J2EFFURNISH AND INSTALL LOOP WIRE : :
8065 2tk FIFFURNISH AND INSTALL SAW CUT

L ET 8067 350 LF FURNISH AND INSTALL!/" SPAN WIRE
=7 C. EQUIPMENT TO BE RETURNED TO SHA
T | ALL EQUIPMENT,TO BECOME THE PROPERTY OF THE CONTRACTOR.
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- N A. REMOVE EXISTING SIGNAL HEAD AND INSTALL 127 5-SECTION BLACK FACED SIGNAL HEAD \ . Biﬁ—g;;f'é) e N e
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T =TT 2 C. REMOVE EXISTING SIGNAL HEAD AND INSTALL 127 3-SECTION BLACK FACED SIGNAL HEAD VL NS | Y oot toorwiRe
B D. INSTALL 6X30 QUADRUPOLE LOOP DETECTOR (3~6-3 WINDING) ENCASED IN '/f" FLEXIBLE TUBING N » 90 ﬁ;i;;)f““‘“”" \
T =T E. INSTALL 1" NON-METALLIC CONDUIT FOR DETECTOR SLEEVE LN e ner mEeRS
oy T T F. INSTALL OVERHEAD SIGN ON EXISTING SPAN WIRE V0
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I. USE EXISTING HANDBOX ' ' — P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
J. REMOVE GROUND MOUNTED STGN | o \ / / u Office of Traffic & Safety |
K. INSTALL'24" SPAN WIRE FOR TEATHER WIRE ' A ! [ ] l [ TEAM LEADER, TRAFFIC ENGINEERING JESIGN DIVISION . : '
| L. REMOVE EXISTING SIGNAL HEAD AND INSTALL NEW 127 5-SECTION BLACK FACED SIGNAL HEAD > TRAFFIC ENGINEERING DESIGN DIVISION
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