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CONTRACTOR SHALL INSTALL JET LINE /_ 4 N ~iGRT OF WAY LiNe /
| IN NEW COMMS CONDUIT FOR PULLING - — / N5
OF FUTURE COMMS CABLE / ) /
POWER METER PEDESTALS ARE TO BE PROVIDED BY
THE SUBCONTRACTOR PER THE SPECIFICATIONS
PROVIDED BY THE D.O.T. AND MEET THE REQUIREMENTS
PER THE LOCAL CODE. PEPCO POLE
$7374773848
____—— TOMD VROMME: DEya)
PEPCO. POLE
§73647
S
NN A
C % /
E /
S dh
T
L]
1
O
- ]
- —
% |
0 MD 124 (QUlNCE ORCHARD LVD)

3 7 L3

. 0 \\
o ol g : /
_ - a0
. RIGHT OF WAY LINE |
ONSTRUCTION DETAILS g _ x
INSTALL, CAMERA UNIT, 10° POLE AND FOUNDATION WITH (1) 3" PVC 90, (1) 2" PVC 90 AND (1) 1" PVC 90 /
INSTALL FLASH UNITS, RECEIVER 14’ POLE AND FOUNDATION WITH (1) 3" PVC 90, (1) 2" PVC 90 AND (1) 1" PVC 90 L/ | /L
INSTALL 2" PVC SCH 80 COMMS CONDUIT — TRENCHED 10 1-270 @ ~—ru
INSTALL. 2" SCH 80 ELECTRICAL CONDUIT — TRENCHED - )
INSTALL #5 PULLBOX - RIGHT OF WAY LINE
USE EXISTING CONDUIT

INSTALL SENSYS SENSOR CUBE
NOT Usep C oont B0 COMMS CONDUIT — BORED v ' ' _ P\'K NOTE: (1) THIS PLAN DEPICTS EXISTING CONDITIONS.

INSTALL METERED SERVICE. PERESTAL A3 SHOWN LIF AN EXISTING CONDUIT IS MORE THAN 40% FUL[:I
INSTALL 4" POLYVINYL. CHLORIDE ELECTRICAL CONDUIT (SCHEDULE 80) TRENCHED WITH A 4" ELBOW AT THE WOOD POLE BAS ekl
NSTALL 2° FOLWINYL GHLORIDE ELETRICAL CONDUIT TRENGHED INTQ. EXISTING. HANDHOLE [ ADDITIONAL CONDUIT WILE BE INCLUDED &5 NEEDH(>
INSTALL 2" POLYVINYL CHLORIDE ELECTRICAL CONDUIT TRENCHED INTO EXISTING CABINET BASE
USE EXISTING HANDHOLE
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DRILL HOLES

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. REMOVE EXISTING ELECTRICAL SERVICE EQUIPMENT. THE ST SPECIAL NOTE: STATE OF MARYLAND
CONTRACTOR IS TO JACKHAMMER OUT A PORTION OF THE EXISTING CABINET BASE AND INSTALL A 2" POLYVINYL CHLORIDE CONTRACTOR SHALL USE A RED PROTECTIVE | -- DTPARTMENT OF TRANSPORTATION
/  ELBOW FOR PROPOSED SFRVICE FROM THE METERED PEDESTAL POST | SLEEVE TO SEPARATE THE RED LIGHT CAMERA CONTRACTOR SHALL TEST PIT TO VERIFY LOCATION OF “ST AF)J K{E] \;ﬁw ;\iv]f GOH ATION
P. REMOVE EXISTING OVERHEAD ELECTRICAL SERVICE. THIS IS TO BE COMPLETED AS A "WORK WITH" WITH PEPCO AND USING | SYSTEM WIRES FROM EXISTING SHA SIGNAL | e il T’:)N?E‘{v“ga“fu‘-’g% ool ek R OFFICE OF TRAFFIC & SAFETY
- FF RO NGE WIRES AT ALL TIMES WHEN ROUTING THROUGH | MEN® ALLA ; YFICE OF TRAFFIC & SAFET
______ O MONTGOMERY COUNTY POLICE FOR TRAFFIC CONTROL DURING CHANGEOVER i AL T MRS T o OFFICE OF TRAFFIC & SAFETY
STRUCTURES, AND SPAN WIRES.

MD 124 (QUINCE ORCHARD BLVD) NB AT FIRSTFIELD ROAD
INTERSECTION IMPROVEMENT
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| THIS DRAWING IS ISSUED AND STAMPED NEWLOOPS, REVISED GEOMETRICS DRAWN BY _ Juwdy LOGMILE 1501240291
Ll g FOR RED UGHT CAMERA INSTALLATION SHA M-508-501-385  12/10/1984 | [ o -
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