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REMOVE EXISTING STRAIN POLE AND ASSOCIATED EQUIPMENT. REMOVE EXISTING FOUNDATION
BELOW GRADE., BACKFILL AND MAKE FLUSH WITH FINAL SIDEWALK GRADE.

CONSTRUCTION DETAILS

A. INSTALL 27 FT. MAST ARM POLE WITH 70 FT. MAST ARM., LED SIGNAL HEADS, IP-BASED VIDEO
DETECTION CAMERAS AND SIGNS. INSTALL 1-3 IN. CONDUIT BEND IN POLE BASE.

REMOVE EXISTING BASE MOUNTED CABINET. REMOVE EXISTING FOUNDATION BELOW GRADE AND
BACKFILL.

B. INSTALL 27 FT. MAST ARM POLE WITH 50 FT. MAST ARM, LED SIGNAL HEADS, VIDEO DETECTION CAMERA . USE EXISTING HANDHOLE. DISCONNECT., PULLBACK AND REROUTE EXISTING INTERCONNECT CABLE.

AND SIGNS. INSTALL 1-3 IN. CONDUIT BEND IN POLE BASE. i
C. INSTALL 27 FT. MAST ARM POLE. CUT TO 21 FT.. WITH 50 FT. MAST ARM, LED SIGNAL HEADS, VIDEQ DETECTION CAMERA S REMOVE EXISTING HANDHOLE AND BACKFILL OR M&KE FLUSH WITH FINAL SIBEWALK GRADE.
AND SIGNS. INSTALL 1-3 IN. CONDUIT BEND IN POLE BASE. CUT. CLEAN. GALVANIZE AND CAP SIGNAL STRUCTURE. . INSTALL ELECTRICAL HANDHOLE.
D. INSTALL NEMA SIZE S BASE MOUNTED CABINET AND CONTROLLER. INSTALL 2-WIRE APS CENTRAL CONTROL UNIT AND IP-BASED VIDEO
DETECTION INTERFACE EQUIPMENT. INSTALL 2-2 IN. AND 2-4 IN. CONDUIT BENDS IN CABINET BASE. CAP UNUSED CONDUIT BENDS. | Y- CARAND ABANDON EXISTING CONDUIT. [ STATE OF MARYLAND 1
E. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH LED COUNTDOWN PEDESTRIAN SIGNAL HEAD. APS PUSHBUTTON AND SIGN (ORIENT PARALLEL i ! V. REMOVE EXISTING PAVEMENT MARKING LINE. st oo lalling
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~ F. INSTALL 5 FT. BREAKAWAY PEDESTAL POLE WITH APS PUSHBUTTON AND SIGN (ORIENT PARALLEL TO CROSSWALK). INSTALL 1-2 IN. CONDUIT | ” ° MD 124 (WOODFIELD ROAD) AT
BEND IN POLE BASE. REFER TO STANDARD MD 8071.01-01 FOR FOUNDATION DETAILS. TOP OF FOUNDATION SHALL BE INSTALLED FLUSH WITH }
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