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A INSTALL CONCRETE FOUNDATION FOR A 16.5 FT. STEEL POLE WITH A TWIN 68+56- FT. MAST ARMS, LED TRAFFIC SIGNAL HEADS, SIGNS, COUNTDOWN PEDESTRIAN SIGNAL, \60 s M)| COMMUNICATION - 20.5°
VIDEO DETECTION CAMERA, LED SIGNS AND AUDIBLE TACTILE PUSHBUTTON. (NOTE: INSTALL 1-3 IN. PVC SCHEDULE 80 CONDUIT BEND). " \ \ SECONDARY - 27
B. INSTALL CONCRETE FOUNDATION FOR A 16.5 FT.STEEL POLE WITH A 38 FT. MAST ARM, LED TRAFFIC SIGNAL HEADSVIDEO DETCTION CAMERA AND SIGN. (NOTE: INSTALL \ \ ” \ \ Q GENERAL NOTES:
1-3 IN.PVC SCHEDULE 80 CONDUIT BEND).
C. INSTALL CONCRETE FOUNDATION FOR A 16.5 FT.STEEL POLE WITH A 50 FT.MAST ARM, LED TRAFFIC SIGNAL HEADS, VIDEO DETECTION CAMERA, LED SIGNS AND SIGNS. (NOTE: \ \ e e B e o;gcggg el g it
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D. INSTALL CONCRETE FOUNDATION FOR A 16.5 FT.STEEL POLE WITH A 60 FT.MAST ARM AND LED TRAFFIC SIGNAL HEADS. (NOTE: INSTALL 1-3 IN.PVC SCHEDULE 80 CONDUIT BEND). . Y "\ \ - e s S Y M o T CONTRACTC?R rasemiibocors THOE SEIEN%B EL AL OTHER EXDTING: SIONAL Eovirumns
E. INSTALL 10’ PEDESTAL POLE WITH BREAKAWAY COUPLINGS (MD 818.16-01), MODIFIED BASE, COUNTDOWN PEDESTRIAN SIGNAL, AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: \ \/‘ \ \ o T R B e et L 10 i Rt o nt Sas s i it o i ey ooy
1-2 IN. PVC SCHEDULE 80 CONDUIT BEND). & : :
F. INSTALL NEMA S BASE-MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT AS SHOWN. (NOTE: INSTALL 2-2 IN. AND 2-4 IN. PVC SCHEDULE 80 BENDS). \ / \ \\ \ \ X 5. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILTES PRIOR TO INSTALLING PROPOSED SIGNAL EQUIPMENT. ¥ ANY UTILITY CONFLICTS  SHOULD
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T . 8 S . o o~ e g | \ \ 7. THE CONTRACTOR SHALL CONTACT BOB RICKETTS AT THE MONTGOMERY GOUNTY TECHNICAL CENTER (240) 876-3681 TO DELIVER APS EQUIPMENT FOR TESTING.
e I S oo STt o b SR ~ s = \\ \ \ 8. THE CONTRACTOR SHALL WORK ONE QUADRANT AT A TIME AND MAINTAIN| PEDESTRIAN
N. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. s \ = \\ \ 2. THE DOMETIN BHMI CONTACT ML AMAL S0 S8 TT7-4761 AT LERST 75 STATE OF MARYLAND
P. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED, PROVIDE CONDUIT BEND AT THE BASE OF UTILITY POLE. \ =L, \ A PRS0 SO e DEPARTMENT OF TRANSPORTATION
Q. INSTALL GROUND MOUNTED SIGN ON ONE 4'X6" WOODEN POST. \ \ \ 10. THE CONTRACTOR WILL BACK "GUY" THE EXISTING SIGNAL POLE IN THE SE STATE HIGHWAY ADMINISTRATION
R. INSTALL GROUND MOUNTED SIGN ON TWO 4°X6" WOODEN POSTS. \\ o \\ 3 CORNER PRIOR TO CONSTRUCTION OFFICE OF TRAFFIC & SAFETY
S. INSTALL 24 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE. \ - -
11, LED BLANKOUT SIGNS 24 AND 25 OPERATE MONDAY THRU FRIDAY 4-7 PM. TRAFFIC ENGINEERING DESIGN DIVISION
T. INSTALL 12 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSS WALK. et s gl dinissoii MD 187 (OLD GEORGETOWN ROAD)
U. USE EXISTING POWER PEDESTRAL AND RE-ROUTE EXISTING POWER FEED TO THE NEW CABINET. - E e e

V. REMOVE EXISTING SIGNAL POLE, SPAN WITH ALL ATTACHED EQUIPMENT AND EXISTING POWER SERVICE. REMOVE FOUNDATION 12 IN.

GEOMETRIC LEGEND BELOW GROUND GRADE AND BACKFILL. BETHESDA, MD

—_————— EX|STING W. REMOVE EXISTING SIGNAL CABINET. REMOVE FOUNDATION 12 IN. BELOW GROUND GROUND GRADE AND BACKFILL.
PROPOSED X. REMOVE EXISTING HANDHOLE.
Y. CAP AND ABANDON EXISTING CONDUIT.
UTILITY LEGEND Z. REMOVE EXISTING PAVEMENT MARKING.
S0 SD ‘ STORM DRAIN AA. PULL BACK INTERCONNECT CABLE, DEAD END AND RUN DOWN WOOD POLE USING A 3" ELECTRICAL CONDUIT PVC RISER, 3" WEATHER HEAD
5 5 GAS MAIN AND INSTALL NEW INTERCONNECT TO THE NEW CABINET. SPLICE BOX INSTALLED BE MONTGOMERY COUNTY. S B — ——
W W BB. INSTALL WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING LEGENDS AND SYMBOLS.
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