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PHASING NOTES:
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

1.
2. PHASES ASSOCIATED BY A DASHED: LINE MAY/WILL OPERATE CONCURRENTLY.
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EQUIPMENT DETAILS

A. 12" x 30" steelstroin pole with meter socket ond
disconnect switches. (Note: 1-2", 90* golvonized steelbend aond
1-4", 90* galvanized steelbend).

B. 12% x 30" steelstrain pole with 2 in. weather head. {(Note:
1-2", 80* polyvinyi chioride (schedule 40} conduit bend).

OVERHEAD 1/C NORTH
TO BELLS MILL ROAD

C. 12" x 30" steelstrain pole with 2 in. weather head ond 12°
lighting arm with ¢ 250W HPS [uminaire. (Note: 1-2", 90° polyvinyl
chioride (schedule 80) conduit bend). | \/
D. NEMA size "6" base-mounted cabinet ond- controller with all necessory _
equipment. (NOTE: 1-2" galvanized bend and 1-4" galavonized bend / L
E. 6'X 30'loop detector encased in /4" flexible tubing / \ GENERAL NOTES:
quadrupole type (3-6-3). /
F. 6'X 6'loop detector encased in '/4" flexible tubing (4 turns). / 1. This plan reflects only those utilities that were apparent ot the time of this
G. Handhole. / location being asbuilt. A detailed review wos not undertaken ond this plen
H. 2" polyvinyl chloride electrical conduit (schedule BO) (trenched). should not be construed as representing all utilities in the area.
J. 2" galvanized steel conduit {underground electrical service).
K. 3" steelspan wire, traffic signolheads and signs as shown. _ 6 2. .Any .m-odif‘icution to this subject signalshould be preceeded by a thorough
L. Overhead interconnect cabie. ) = < identification of all existing utilities.
M. Overhead electrical service by PEPCO. \ Cﬁ%
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