MD 195 IS ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION
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1. CONTRACTOR SHALL USE CAUTION WHEN INSTALLING
CONDUIT TO AVOID DAMAGING EXISTING LOOP DETECTOR
LEAD-IN AND EXISTING CONDUIT.
2. THE TACTILE ARROWS FOR THE AUDIBLE PEDESTRIAN
SIGNAL PUSHBUTTONS SHALL BE LOCATED PARALLEL TO I <t \ (<
THE CROSSWALK FOR WHICH THEY APPLY. — >
3. THE CONTRACTOR SHALL COORDINATE CONSTRUCTIDN
WITH CITY OF TAKOMA PARK STREETSCAPE CONTRACTOR.
THE CONTRACTOR SHALL CONTACT 11DONA BLANCHARD AT
(301) 891-7205 TO COORDINATE CONSTRUCTION ACTIVITIES
SCHEDULE. THE TRAFFIC SIGNAL EQUIPMENT SHALL BE a4 <= o
INSTALLED AT THE SAME TIME AS THE STREETSCAPE > —>
IMPROVEMENTS. ,
PED
ALTERNATE . .
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NAVIGATOR AUDIBLE
PEDESTRIAN SIGNAL
PUSHBUTTON WITH BLACK
FACE PLATE (INSTALLED A0
WITH VIBRATING ARROW g
POINTING RIGHT)

O

NAVIGATOR AUDIBLE
PEDESTRIAN SIGNAL
PUSHBUTTON WITH BLACK
FACE PLATE (NSTALLED
WITH VIBRATING ARROW /7
FOINTING RIGHT)

‘ CONSTRUCTION DETAILS

PHASING NOTES:
t. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.

A. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH PEDESTRIAN SIGNAL HEAD. 2-WIRE
NAVIGATOR AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON WITH 5 IN. x 7 IN. SIGN SIZE,
BLACK FACE PLATE OPTION ‘A’ INSTALLED WITH VIBRATING ARROW POINTING LEFT. BRAILLE

TEXTs AND R10-4(1) SIGN (SIGN TO
( INSTALL 2-2 IN. SCHEDULE 80. 90
BENDS IN PEDESTAL BASE.)

B. USE EXISTING STEEL POLE. INSTALL

READ “PUSHBUTTON TO CROSS CARROLL AVENUE”).
DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT

2-WIRE NAVIGATOR AUDIBLE PEDESTRIAN SIGNAL

PUSHBUTTON WITH 5 IN. x 7 IN. SIGN SIZE. BLACK FACE PLATE OPTIGON A" INSTALLED
WITH VIBRATING ARROW PONTING RIGHT. BRAILLE TEXT AND R10-4(1) SIGN (SIGN TO
READ “PUSHBUTTON TO CROSS CARROLL AVENUE”“). A NEW !, INCH HOLE SHALL BE DRILLED
INTO THE STEEL POLE FOR THE WIRING. DISCONNECT EXISTING PUSHBUTTON ELECTRICAL
CABLE, REMOVE EXISTING PEDESTRIAN PUSHBUTTON (CLEAN EXISTING DRILLED HOLE

FOR WIRING WITH BRUSH AND SPRAY COLD GALVANIZING COMPOUND ON THE AFFECTED

AREA) AND CONNECT ELECTRICAL CABLE TO NEW AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON.

REMOVE EXISTING PEDESTRIAN SIGN.

C. REMOVE EXISTING PEDESTAL POLE. PEDESTRIAN SIGNAL AND PUSHBUTTON. REMOVE EXISTING

FOUNDATION 12 IN. BELOW GRADE.

D. USE EXISTING STEEL POLE. REMOVE EXISTING PEDESTRIAN SIGNAL HEAD AS SHOWN. PEDESTRITAN

POU—0>0

INSTALL 2 IN. SCHEDULE 80. POLYV
INSTALL 4 IN. SCHEDULE 80. POLYV
INSTAL
INSTAL

CLEXIBLE TUBING.

USE EXISTING CONDUIT.
SE EXISTING HANDHOLE.

ABANDON EXISTING LOOP DETECTOR.

CONDUIT (TRENCHED) AND REPLACE 4
CAP AND ABANDON EXISTING CONDUIT

OT OLETT AN ey Tmm

USHBUTTONS (2) AND R10-4(1) SIGN FOR CROSSING “CARROLL AVE®. INSTALL 2 WIRE NAVIGATOR
UDIBLE PEDESTRIAN SIGNAL PUSHBUTTON WITH 5 IN. x 7 IN. SIGN SIZE. BLACK FACE PLATE
PTION "A’, INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND BRAILLE TEXT. A NEW !/

NCH HOLE SHALL BE DRILLED INTO THE STEEL POLE FOR THE WIRING. DISCONNECT EXISTING
USHBUTTON ELECTRICAL CABLE, REMOVE EXISTING PEDESTRIAN PUSHBUTTON (CLEAN EXISTING
RILLED HOLE FOR WIRING WITH BRUSH AND SPRAY COLD GALVANIZING COMPOUND ON THE

FFECTED AREA) AND CONNECT ELECTRICAL CABLE TO NEW AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON.

INYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED).
[NYL CHLORIDE ELECTRICAL CONDUIT (SLOTTED).

1 IN. LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE).
6 FT. x 30 FT. (3-6-3 WINDING) QUADRUPOLE TYPE LOOP DETECTOR ENCASED IN !/4 IN.

USE EXISTING POLE MOUNTED CABINET. INSTALL CENTRAL CONTROL UNIT IN CABINET.

ADJUST EXISTING HANDHOLE TO FINAL GRADE.
REMOVE EXISTING SIDEWALK. INSTALL 2 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL

IN. CONCRETE SIDEWALK.

[INSTALL 10 FT. BREAKAWAY PEDES;AL POLE WITH PEDESTRIAN SIGNAL HEAD. 2-WIRE

NAVIGATOR AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON WITH 5 IN. x 7 IN. SIGN SIZE.,
BLACK FACE PLATE OPTION "A" INSTALLED WITH VIBRATING ARROW POINTING LEFT. BRAILLE

TEXT. AND R10-4(1) SIGN (SIGN TO
( INSTALL 2-2 IN. SCHEDULE 80. 90
BENDS IN PEDESTAL BASE.)

REVISIONS APPROVALS

REVISION NO. I. REVISED AUDIBLE

PEDESTRIAN POLE LOCATIONS <(/

CONTRACT NO. ATHB25I85 ; 5 5 -

S.R.8. 1 N.MLLL ( A7 TEAM LEADERN: TRAFFIC ENG!NEEjﬁ&rV SIGN DIVISION
ADDED AUDIBLE PEDESTRIAN

E S

PUSHBUTTONS
CONTRACT NO. AT5825I85 4/29/05

S.R.B. 1 N.M,L. ASST. TRAFFIC E@l ING DESIGN DIVISION
ADDED OPTICALLY PROGRAMMED SIGNAL \?

HEADS NOS. 6,7 AND REPLACED LOOP
DETECT. SHA NO. AT3575185 10/10/03

,\%
RS
N.M.L, CHIEEATRNFEIC ENGINEERING DESIDY DIVISION
&REVISED 1/C TO OVERHEAD AND O
CONDUIT RUNS CHANGE

17237179
S.R. DIRECTOR, TRAFFIC & SAFETY

READ “PUSHBUTTON TO CROSS PHILADELPHIA AVENUE ™).
DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT

TSP-1

ﬁ MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
\r) Office of Traffic & Safety

TRAFFIC ENGINEERING DESIGN DIVISION

TRAFFIC SIGNALIZATION PLAN

MD 195 (CARROLL AVE) @ MD 410 (PHILADELPHIA AVE.)
AND MD 410 (ETHAN ALLEN AVE.) @ MD 195 (CARROLL
AVE.)/GRANT AVE./SYCAMORE AVE.(TAKOMA PARK, MD)

DRAWN BY: J. GORDON F.AP. NO. TS NO.
CHECKED BY: D. ZAFRIS S.H.A. NO. M-320-501-385 TS5-860E1

SCALE: 1" = 20° COUNTY: MONTGOMERY T.[.M.S. NO.
DATE: 6/30/75 LOG MILE: 15019500.46 G796
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