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MD 355 IS ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION
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A. REMOVE EXISTING TRAFFIC SIGNAL HEAD.
REMOVE EXISTING OVERHEAD MOUNTED SIGN.
INSTALL OVERHEAD MOUNTED SIGN.

INSTALL & FT. X 30 FT. LOOP DETECTOR
(3-6-3 TURNS) ENCASED IN I/

INSTALL 1” LIQUID TIGHT FLEXIBLE NON-METALLIC

4" FLEXIBLE TUBING.

INSTALL SIGNAL HEAD AS SHOWN.
MODIFY THE CONTROLLER TO PROVIDE THE

INTENDED
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GENERAL NOTES
. All underground utilities shown on these plons are schematic
only and may not be complete. The contractor shall be responsible
for notifying "MISS UTILITY® prior to construction so that all
utilities may be located In the field.If the contractor perceives
that o conflict between the utilities ond the traffic signal will
occur, the contractor shail notify the project engineer immediately
so that the conflict may be resolved.
2. All striping is existing to remain.
3. Existing equipment to be reused unless otherwise shown for removal.
4, Contact MCDPW&T TMC at (240) 777-2100 (72) hours prior
to marking underground signal equipment.
PHASES
PHASES

I REVISIONS \

WELLS & ASSOCIATES, LLC

TRANSPORTATION, TRAFFIC, AND PARKING CONSULTANTS
1420 Spring HIll Rd., Sulte 600

MclLean, VA 22102
Phone: (703) 9i7-6620 Faxz (T03) 917-0739
170 Jennifer Rd., Sulte 260
Annapolls, MD 2140l
Phone: (410) 266-5723 Fax: (410) 266-9189
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INSTALL E/P PHASING ON MD 355
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SOUTH LEG OF MD 355
SHA NOD.: ATZ2885185
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INSTALL E/P PHASING ON MD 191
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ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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TRAFFIC SIGNAL DESIGN PLAN
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