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CONSTRUCTION DETAILS 8
A TO 1-495 |
A, Use existing 27’ (decorative bronze) steel! pole with a 50° (decorative bronze) mast arm. e /
Replace existing ftraffic signal head #9 and install signs as shown. A new b—conductor N
electrical cable shall be used as a jump between signal heads #8 gng #Y. (See Wiring §
Diagram. ) /|4
B. Use existing 27’ {decorative bronze) steel pole with a 60’ (decorative bronze) mast arm. 'é"" 1
Remove existing ftrafffic signal heads and install proposed traffic signal heacds and sign ds g i
shown. Rewire existing pedestrain signal heads. (See Wiring Diagram. ) ; i I
C. Use existing 27’ {decorative bronze) steel pole with a 64’ (decorative bronze) mast arm. N GCENERAL NOTES:
Remove existing ftraffic signal heads and instali proposed tratfic signal heads and signs S R 115 N R L i
| ds shown. Rewire existing pedesirian signal heads. (See Wiring Diagram.) I 5 L ag’ " | i 1. "D.0." indicotes a delay-output loop detector.
. Use e_-XiE"fing.ZT"T{dec?rmLEve t}:rgnzg) s%gel D$[?|M+h = Ggff(dig?rﬂﬂve ?rﬁhzg) mﬂ§+ g, ' E 2> | ' 2. The loop detectors and conduit are to be Installed
| Remove exXisting rcffw{; signa eads and insta proposed Tratfic signa eads and sign as i H = l orior to the installation of the pavement markings.
_._ shown. (Note: Use existing electrical cables. (See Wiring Dicgram.) A Fes
| _ . RETAINING 1 iy o 3. Allproposed pavemeni markings are shown on the
E. Use base—mounted cabinet and controller. WAL L R E . l-—-* saveEtnant TiTking Blan Sheet 5 ot &,
| F. Install 68° x 30° loop detector encased in 1/4” flexible tubing quadrupole type (3-6-3). B Fa; ) 4. This is a revision to the original signal built in 1972
| ; ; 5 % |1 ] of which modifications have been made without proper
G. Instali © x & loop detector encased in 1/4° Tlexible tubing {(4-turnsj. g O = history being retained.
| | i |
H. Install Handhcle. : I i
J Install 1° | d steel elect I duit {detect I ) /?'j '\?[—5 i ”
- nsTta galvanized steel elecirical condui etector wire sleeve). T s L
1 I JLTIMATE - SIGNAL PLAN
K. Install 17 liquid tight flexible non-metallic electrical conduit (detector wire sleeve). Lol G | b |
v = - ' |
.. Install 3" polyviny! chioride eiectrical conduit {trenched). = - | |
N. Install 4” poiyviny! chloride {Scheduie 80) electrical conduit (slotted). THERE ARE THREE (3} REVISIONS APPROVALS t
GEOMETRIC LEGEND . rmetal | 4% selvuimel ohleride olestrioal condult (fremched) PROPOSED HANDHOLES S O - - F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION |
PROPOSE[ . Instaq polyviny! chioride electrical condul renched). AND 2" & 3" CONDUITS | _
| EXISTING " ; ; . : | TD LIMIT OF CE’NETRUCTIDN‘ Offlce Of TfoffC 8( Safefy
P. Install 37 polyvinyl chioride electrical conduit (trenched extra depth 1o {(SEE DETAIL “P") I I l | | | |
i accept piggy-back 27 poiyvinyl chioride electrical conduit) to be instailed : T RIN QTN (RY % N\
| with three (3) handholes behind curb to Limits of Construction. — TRAFFIC ENGINEERING DESIGN DIVISION
| EGEND OF UNDERGROUND ,
AND OVERHEAD UTILITIES | Q. Existing interconnect cable +o be maintdined. . __l [ MD 390 (16“’] ST) AND MD 410 (EAS‘I—_WEST HWY)
e e T S xieTing honehe e STREET TRAFFIC STUDIES, 17D,
ELECIRIC B 2 S. Use existing conduit. - = -
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