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A, Use
Rep

electrical cable shail be used as a jump between signal heads #8 and #9. (See Wiring
Diagram. )

B. Use

Remove existing trafffic signat heads and install proposed traffic signal heads and sign as

sho

C. Use

Remove existing traffic signal heads and instail proposed traffic signatl heads and signs

- .

NOTE: MD 390 IS ASSUMED TO RUN IN
A NORTH-SOUTH DIRECTION
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CONSTRUCTION DETAILS

existing 27" (decorative bronze) steel pole with a 50’ (decorative bronze) mas+ arm.
lace existing traffic signal head #9 and install signs as shown. A new S—conductor

existing 27' (decorative bronze) steel pole with a 60’ (decorative bronze) mas+ arm.
wn. Rewire existing pedestragin signal heads. (See Wiring Diagram. )

existing 27' {decorative bronze) stee!l pole with a 64’ (decorative bronze) mast arm.

as shown. Rewire existing pedestrian signal heads. (See Wiring Diagram.) . s o . "D.0." indicates a delay-output loop detector.
; ! || s e |
D. Use existing 27’ (decorative bronze) steel pole with a 60’ {(decorative bronze) mast arm. I e . )
Remove existing traffic signal heads and install proposed traffic signal heads and sign as S = z. ;?E‘Z r_logg fﬁ;e;;i;ﬁ;?gncg?d%; Gprcev;rr?er?fe n';f_t’f:_:eg
shown. (Note: Use existing electrical cables. (See Wiring Diagram.) ﬂgﬂf,ﬂ L —_— G gs.
RETAINING \ I T 3. All *
_ ; 1 . proposad pavement markings are shown on the
E. Use base-mounted cabinet and controller. WALL 1U]¥ - L Sevenant morKisg pldi: SHeétF 5, |
F. Install 8" x 30" loop detector encased in 1/4” filexible Tubing quadrupole type (3-6-3). = :, ) 4. This is a revision to the original signal built in 1972
, , _ 5 _ _ S Lt | ; ,E [ of which modifications have been made without proper |
G. Instal! & x & loop detector encased in 1/4” flexible tubing (4-turns). ! Y = | | | 1 Tgl history being retained. |
; i i | )
i A
H. instaii Handhoie. /,L — . : ”I
i '- I f i
~ |
J. Install 17 galvanized stee! electrical conduit (detector wire sleeve). <:>fffﬁ : D L “_
- o <T | n )
K. Install 1" liquid tight fiexible non-metallic electrical conduit (detector wire sleeve). ; () )] | JJ ULTIMAT_ SIGNAL LAN
k 4
L. Install 3" polyviny! chloride electrical conduit (+trenched). :E: =
ST P Y i N. Install 4" polyvinyl chioride (Schedule 80) electrical conduit (slottad). THERE ARE THREF (3) REVISIONS APPROVALS
GECOMETR LEGE PROPOSED HANDHOLES F MARYLAND DOT - §
PROPASED 0. Install 4" polyvinyl chloride electrical conduit (+renched). AND 27 & 3" CONDUITS \ ~ ) OffD Tf --TATE LAY ADMINISTRATION
TO LIMIT OF CONSTRUCTIDN. a
=XISTING P. Install 3" polyviny! chloride electrical conduit (trenched extra depth to (SEE DETAIL “P™) ST. CHIEF TEDD sEc:r\miﬁ/ I¢e 0 /f@ff/@ 8( Sﬂfef)/
accept piggy-back 2" polyviny! chioride electrical conduit) +o be installed AN ™
with three (3) handholes behind curb to Limit+s of Construction. el 5] DED L IME Mol 5 << TRAFFIC ENGINLERING DESIGN DIVISION
_EGEND OF UNDERGROUND o _ _ ) B 03/41 /007 {;l |
AND QVERHEAD UTILITIES Q. Existing interconnect cable to be maintained. — TS A T s T MD 390 (IB_I_h S-l-) AND MD 4|O (EAST‘WEST HWY)
AERIAL CABLE A A R. Use existing handhole. - _ ® < - -
TELEPHONE T T Gateway International = S DRAWN BY: MATTHAI COUNTY:  MONTGOMERY * _
GAS G G T. Remove existing steel span wire and all associated wiring. 1302 Concourse Drive, Suite 104 ¢ E'\@F ENGREEHRGIDESN ONISION 1503900 L AT AN SHEET NO.
Q\ CHECK BY: LOG MILE: J000.16 | 5O JRE,
SEWER S S _ ' _ o Linthlcum, Maryland 21050 @ 3-9-99
WATER W W U. Using overhead electrical service to be maintained by PEPCO. Ph (410) 853-3553 RECONSTRUCT SIGNAL DUE TO NEW GEOMETRICS Q DATE: JUNE 30, 1972 F.AP. NO. 1696 AS 29 7 |
CABLE TV e TV e TV e Fax (410) 859-3579 S.H.A. NO.: = 20 OF
2905.dgn Rz / DIRECTOR, TRAFFIC & SAFETY \ SCALE: - S.H.A. NO.
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GENERAL NOTES:
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