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CONSTRUCTION DETAILS s j’}'___. . W —
. Install NEMA slze 76" base-mounted cablinet and controller \,” ,\SA_ r
with control and distribution for underground power feed and . : — e —
all necessary equipment as shown. Pull all proposed electrlical . . ’“ﬁ%%%:\fxz——x@j—_:_,:_%_:
cables into the controller cablnet and properly tgg/label each _ b P Loy \ X A% J
cable. Alil Iinternal wiring shall be conducted by : - *)—‘\ ”””””””””
Montgomery County forces. (Note: 2-47, - 2=2* PVYC 90° Elbows.) ‘\ Y
. Install a 27’ steel pole with twin 50’ and 50’ mast arms, @ RIGHT
signal heads {(signal #6 s pole mounted), signs, and 20’ 1ighting arm \ G OF WAY — — — | |
with luminalre. The pole and mast arm finlish shall be bronze to match : e I :
existing poles. The mast arm parallel +o MD 410 may be *r immed 35 )
to 20’. (Note: 1-3% PVC 90° Elbow.) “ 7
o J /
. Install 10’ pedestal pole, pedesirian signal head, push button . 7,
assembly, and pedestrian educatlon sign. The pole finish shall M PEPCO POLE 79 4%{ 320 E /4
be bronze to match existing poles. (Mete: -3 PVC A0° £lioow ) 7 7 DETA I L A
’ — — — EXISTING CONDUIT RIGHT ~ 7 % ; 7
Install handhole. _
| = = = PROPOSED CONDUIT OF WAY' N4 // o oD, DETAIL B SCALE 1"=10"
E. Use exlIsting handhole. _
S [F]  PROPOSED METERED PEDESTAL SERVICE 74 @’ SCALE 1"=10'
Install 3 schedule 80 PVC condult (trenched). EXISTING 25 PAIR AERIAL // %
Install two 4 schedule 80 PVC condult (trenched). TNTERCONNECT CABLE V\ |
Install 4 schedutie 80 PVC condult {bored). T. Remove ex]s-]'ing electrical service. % GENERAL NOTES:
Install 17 liquld tight flexibte non-metal!llic electrical condult y, Remove tree (owned by project developer). 1. Loop detectors shali be installed 1’ behind the stopline.
(detector wire sleeve).
V. R s+l aver e ) 2. The location of proposed geometrics must be conflrmed prior teo the installantion
. Install 4" Schedule 80 rigld electrical PVC condult-trenched smove existing pavement markings Y of signal equipment. . © i
with 30 degree bend at _base of utlillty pole and 10’ riser. W. Remove exlIsting slgnal cable from existing condui
Install 3-1 conductor 250 kesiletectrical cables and coll 35‘ 3. Loop detectors and condult shatl be installed prior to the installatton
at pole for PEPCO to install. X. Cap and abandon existing conduit. of pavement markings.
. Use existing conduit. Y. Remove exlsting handhole. (Cap and abandon attached EE‘GEIY 4. All underground utilities shown on these plans are schematic only and may not
condult.) belcomglefe. Ihe g?nfrocfgg ihoH biillf?i?enswlebfml‘ notifylng “MISS UTILITY”
v _ prior to construction so at all u es may be located In the field. If the
L. Install 4% Schedule 80 PVC condult (trenched). Z. Install 6 x 30’ loop detector. com‘raciﬁr pergeivis fhﬁfl? cogﬂiclhbefwe?n }‘rhe Ln[‘llTﬂes and the traffic signal wiil
. . . occur, e contractor sha no Y e proJeact engineer Immediately so that the
. Existing interconnect to be abandoned. _ UTILITY LEGEND T
AA. Install 6’ x 6’ loop detector. conflict may be resolved.
; Zg;éf?ﬁgkcgﬂf—m?grwgggliggmgﬁé ggncljﬂﬁrcgggeg;rfz?m BB. Remove existing traffic signal pole, mast arm slgnal G G GAS MAIN 5. All traffic slgnal foundatlons shail be Installed at the final sidewalk or curb grade
: , } heads, lighting, and associated wiring. W W WATER MAIN for closed sections, highest roadway proflle grade for open sectlons, to meet clearances
connections approximately 300’ west of thls 20
) Y as specified 1n MD 816.03, MD 818.01, MD 818.02, MD 818.04. The contractor
infersection. Furnlish and install 2% GRS riser on utillty c s ors ; S S SEWER MAIN . ;
pole and 27 GRS conduit to new handhole ad]acent C. _R_em_ov_e ex_l_sﬂng polg, mast arm, fraffic slgnalsl.r pedestrian c . ELECTRIC CABLES shall verify ultimate grades prior to the Instaltation of all signal equipment.
to the pole. Run existing interconnect from pole, through signais, mast arm sign, and associated wiring, only affer
riser and new conduit to the new cabinet and terminate In north leg of Blair Mill Road is closed. Temporary wiring A A AERIAL CABLES
cabinef.- snall be provided To The new comrolier: T——T—— TELEPHONE CABLES SEVISIORS APPROVALS .P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
. Future In’Trﬁli’co?n$0+ oable-l_-l-olbe Installed by others through DD. Conduit to be Installed by others (for future iInterconnect). ié% Re\é, duzggoagew geom. \ ) Off' f 7_ ff' & S f 7_
conduit. This interconnect wll| connect between the . . SHA No: BW *996M ; _ , : ‘
confrol ler cabinet and Georgia Avenuse. EE. Install metered pedestal service. T l///ﬂf/v/‘“l/ﬁ%(“ If.ak S PRETTTIE V= ENG\NEERINGQEESIG o o : Ice 0 ra 1C are y
. Instalt 12 (white) thermoptastic, heat-applied, FF. Install 2" schedule 80 PVC (frenched) for power service. - Klmley-Horn KD6/35 Rev. due Fo new geom. ‘ QQ’\/ | TRAFFI C ENGI NEERI NG DESI GN DI VI SI ON
crosswalk pavement markings GG. Relocate sign ds hecessary . SHA No: BW #795-802-312 AN
Install 24* (white) thermopiastic, heat-applied | | I and Associates, Inc. S I ETA T MD 410 (EAST/WEST HIGHWAY) AND
' ?S ?, v are ‘Hi:?rmoplas ¢, hear-applied, HH. Instal |l push button assembly on pole and replace pedestrian !
sto ne pavement markings . . . 2005 N
RemZve anz dlspose exls:ng base-mounted cabinet and sucation sfon. %755 SUNRISE VALLEY DR., SUITE 450, HERNDON, VA 20171 SLAIR MILL ROAD/NEWELL STREET
" control lsr. P IT. Instali two {(2) push button assemblies, each with a new PHONE: (703) 674-1300 FAX:{703) 674-1350 | | | | | o A e e e B .
pedestrain educaton sign (to replace exlsting) on the pole. ' DRAWN BY: _MVR F.A.P. NO. TS NO.
. Remove exlisting traffic signal poles, mast arm, signs, NOTE: BASE MAPPING PROVIDED BY VIKA CHECKED BY: WSW 1 s H.A NO. 1 3538B .,
signal heads, shoebox luminaires, and associated wiring. JJ. Install ADA ramp. ) : SCALEs =20 COUNTY: MONTGOMERY T.1.M.S. NO SRR RO
KK. Raise handhole to exIsting grade. ! / DIRECTOR, TRAFFIC & SAFETY \DATE: May 44,1977 LO0 MILE: 15041004.07 FIIC | OF 2



