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GENERAL NOTES

1. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED
AT FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS.,
HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS., TO
MEET CLEARANCE AS SPECIFIED IN MD 816.03+ MD 818.01.,
MD 818.02. MD 818.04. THE CONTRACTOR SHALL VERIFY
ULTIMATE GRADES PRIOR TQ THE INSTALLATICON GF ALL
SIGNAL EQUIPMENT.

2. ALL UNDERGROUND AND QOVERHEAD UTILITIES SHOWN ON
THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE
COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
NOTIFYING MISS UTILITY PRIOR TO THE CONSTRUCTIGON SO
THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF
THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN
UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR. THE

- CONTRACTOR SHALL NOTIFY THE PRGJECT ENGINEER
IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.

3. THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING
SIDEWALKS CAUSED BY THE
INSTALLATICN OF SIGNAL EQUIPMENT. |

4. THE CONTRACTOR SHALL NOT CUT MAST ARM AS INDICATED
ON PLANS UNTIL MAST ARM POLE LOCATION IS FINALIZED.

5. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
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NEUTRAL  25°~11" CABLE 257

CONSTRUCTION DETAILS | o PRIMARY  31°'-9”

A. INSTALL 27 FT. STEEL POLE WITH A TWIN 50 FT. (CUT TQ 30 FT.)/50 FT. MAST ARM.

| TRAFFIC SIGNAL HEADS. SIGNS. VIDEO DETECTION CAMERAS MOUNTED ON MAST ARM AND
15 FT. STREET LIGHTING ARM WITH A 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE. ¥, &
(INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80. 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL ¢ &6 - \
CONDUIT BENDS IN POLE BASE). o | e | , N

B. REMOVE EXISTING BRICK PAVERS. INSTALL 8'-7"” BREAKAWAY PEDESTAL POLE (SEE DETAIL 1) < .

WITH PEDESTRIAN SIGNAL AND 2-WIRE NAVIGATOR AUDIBLE PEDE§TRIAN SIGNAL PUSHBUTTON . | RN

WITH 5 IN. x 7 IN. SIGN SIZE. BLACK FACE PLATE OPTION o« INSTALLED WITH VIBRATING .

ARROW POINTING RIGHT, AND BRAILLE TEXT. R10-4(1) SIGN (S[GN TO READ “PUSH BUTTON TO .

'CROSS EAST-WEST HIGHWAY” AND RESET BRICK PAVERS. (INSTALL 1-2 IN. SCHEDULE 80. 90 | | .

DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS IN PEDESTAL BASE). o - .

[INSTALL HANDHOLE. | | .

INSTALL 3 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL CONDU%T'(TRENCHED). | .

INSTALL 4 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED). .

INSTALL 4 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL CONDUIT (SLOTTED). P

CUT. CLEAN., GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE.

INSTALL 12 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING ( CROSSWALK ).

INSTALL 24 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING (STOP LINE). | |

INSTALL DETECTABLE WARNING SURFACE PER STANDARD NOS. MD 655.21 AND MD 655.40. SPECIAL NOTES:

IEETQ&TSQ%LECEﬁﬁsﬁogéRNING SURFACE PER STANDARD- NO. MD 655.40 WITHIN EXISTING RAMPS. _ :

U | | | |

INSTALL NeMA SILESPOLE MOUNTED CABINET. MONTGOMERY COUNTY FORCES TGO INSTALL CONTRGLLER' QUICK . 1. SEE SHEET 3 OF 4 FOR_INSTALLATION DETAILS FOR =~ _

CONNECT BLOCK HARNESS FOR TELEMETRY [/0 PANEL AND VIDEQC INTERFACE EQUIPMENT (1-4 CAMERAS) - | - GEOMETRIC IMPROVEMENTS.

INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH 2-WIRE NAVIGATOR AUDIBLE PEDESTRIAN STGNAL . 1 | ,

PUSHBUTTON WITH 5 IN. x 7 IN. SIGN SIZE, BLACK FACE PLATE OPTION "A’. INSTALLED WITH VIBRATING | 2. THE TACTILE ARROWS FOR THE ADUDIBLE PEDESTRIAN |

ARROW POINTING LEFT, BRAILLE TEXT_AND R10-4(1) SIGN (SIGN TO READ "PUSH BUTTON TO CROSS - | SIGNAL PUSHBUTTONS SHALL BE LOCATED PARALLEL TO THE

EAST-WEST HIGHWAY"). CUT POLE JUST ABOVE R10-4(1) SIGN. (INSTALL 1-3 IN. SCHEDULE 80. 90 o CROSSWALK FOR WHICH THEY APPLY.

DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS IN PEDESTAL BASE). - sl _

REMOVE EXISTING BRICK PAVERS, INSTALL 2 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT . - | ~ |

(TRENCHED) AND RESET BRICK PAVERS. ' | B | | TSP-1

USE EXISTING CONDUIT.
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