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CONSTRUCTION DETAILS:

.INSTALL CONCRETE FOUNDATION FOR A 27 FT.STEEL POLE WITH 50 FT.MAST ARMS WITH LED TRAFFIC SIGNAL HEADS, SIGN AND
VIDEO DETECTION CAMERA. INSTALL COUNTDOWN PEDESTRIAN SIGNAL AND MONTGOMERY COUNTY SPLICE CABINET WITH A SLIP
FITTER TO BE SUPPLIED BY MONTGOMERY COUNTY (NOTE:INSTALL I-3 IN. AND -2 IN.PVC SCHEDULE 80 CONDUIT BEND)

.INSTALL CONCRETE FOUNDATION FOR A 16’ 6* STEEL POLE (STD. NO. 818.13-01) WITH A 50 FT MAST ARM WITH LED TRAFFIC SIGNAL
HEADS, SIGN AND VIDEQ DETECTION CAMERA. (NOTE:INSTALL 1-3 IN. AND -2 IN. PVC SCHEDULE 80 CONDUIT BEND)
INSTALL—CONERETEFOUNBATION-FOR—A—27F T+ STEELPOLEWTH38—F T MASTARMS—WTH-LED—TRAFFIE—SIGNAL—HEABS;—SIGN-—AND—

VIDEO—DETECTION-—CAMERA INOTFEANS TALE——3—IN;-AND——2—IN-PVE—SEHEDULE—-86—CONBUIT—BEND)-

INSTALL CONCRETE FOUNDATION FOR A 16’ 6" STEEL POLE (STD. NO. 818.13-01) WITH A 50 FT.MAST ARM WITH LED TRAFFIC SIGNAL
HEADS, SIGN, VIDEQ DETECTION CAMERA AND |5 FT.LIGHTING ARM WITH 25C WATT HPS LUMINAIRE AS SHOWN.

(NOTE: INSTALL 1-3 IN. AND -2 IN, PYC SCHEDULE 80 CONDUIT BEND)
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CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
INTERCONNECT) TO THE APPROPRIATE TERMINALS AND PROPERLY

SIGNAL CABLE (EXCLUDING
LABEL EACH CABLE.

. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TQ INSTALLING

PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE THE

CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK

OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN
SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 8/6.03, MD 818.0l, MD 818.02,
MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE

INSTALLATION OF ALL SIGNAL EQUIPMENT.

THE CONTRACTOR SHOULD NOTIFY MR.KAMAL HAMUD AT LEAST 72 HCURS PRIOR TO BEGINNING

E.INSTALL 10’ PEDESTAL POLE WITH BREAKAWAY COUPLINGS (MD 818.16-01), AND MODIFIED BASE, COUNTDOWN PEDESTRIAN SIGNAL,
AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: ONE 3 IN. PVC SCHEDULE 8C CONDUIT BEND). WORK AT THE INTERSECTION.
F.INSTALL NEMA 6 BASE-MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT AS SHOWN. (NOTE: INSTALL 2-2 IN. 9. THE CONTRACTOR SHOULD DELIVER THE APS PUSH BUTTONS TO MR.KEITH LORD AT THE MONTGOMERY
AND 2-4 IN. PVC SCHEDULE 80 BENDS) COUNTY TECHNICAL CENTER FOR PROGRAMMING AT LEAST TWQ WEEKS PRIOR TO BEGINNING WORK.
G.INSTALL METERED SERVICE PEDESTAL EMBEDDED, (7] C. INSTALL CONCRETE FOUNDATH 27 FT.STEEL POLE 10. THERE 1S MONTGOMERY COUNTY FIBER OPTIC CABLE IN THIS AREA, LASHED TO THE [/C _IN SPOTS. ALL 1/C
H. INSTALL HANDHOLE. MAST ARMS WITH LED TRAFFIC SIGNAL HEADS, SIGN WORK SHOULD BE COORDINATED WITH MR, KEITH LORD TO ENSURE PROPER HANDLING OF THE I/C AND FIBER.
J. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED. DETECTION CAMERA. INSTALL COUNTDGWN PEDESTRIAN SIGNALS,
K. :NSPLL 4 IN, PVC SCHEDULE 80 ELEQRICAL cgwgun - TREN%HED. AUDIBLE TACTILE PUSHBUTTON AND SIGN (NOTE: INSTALL 1-3 IN, RED LINE REVISION NO.1 51372010 STATE OF MARYLAND
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Q. INSTALL 10’ PEDESTAL POLE (CUT TO 5 FT.) WITH BREAKAWAY COUPLINGS (MD 818.16-01), AN Y N o TRAFFIC ENGINEERING DESIGN DVISION
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