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L. USE EXISTING CONDUIT.
$ Me USE EXISTING CABINET AND INSTALL SIGNAL CABLES.
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PROPOSED APS

T e ISTING SIGNS PROPOSED_SIGNS PUSHBUTTON STATIoN PROPOSED LED SIGNALS
¥ peviedbr  ecer L 31432433 ' | 4q- R10-4(1)MOD R10-4(1)MOD  ~ 93-30 11,12, 21
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REMOVED BY OTHERS
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EXISTING SIGNALS

EXISTING SIGNAL NEMA PHASING

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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S - CONSTRUCTION DETAILS | 0D /

A.- INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH SINGLE 70 FT. MAST ARM (PAINTED FERERAL GREEN)
‘WITH LED- SIGNAL HEADS., SIGNS. LED COUNTDOWN PEDESTRIAN SIGNAL HEAD SECTION, R10-4(.1)MOD. \PEDESTRIAN SIGN.
AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON STATION AND BLACK FACE PLATE OPTION “A” SIGN WITH INTERNATIONAL
BRAILLE ON FACE PLATE, RELOCATED 250 WATT HPS LUMINAIRE AND RELOCATED 15 FT. LIGHTING ARM. (NOTE: ONE 4 IN.
PVC SCHEDULE 80 CONDUIT BEND) , o |

B. INSTALL CONCRETE FOUNDATION WITH 14 FT. STEEL PEDESTAL POLE (PAINTED FEDERAL GREEN) WITH BREAKAWAY BASE.
INSTALL LED COUNTDOWN PEDESTRIAN SIGNAL HEAD SECTION, R10-4(1)MOD. PEDESTRIAN SIGN, AUDIBLE/TACTILE PEDESTRIAN
PUSHBUTTON STATION AND BLACK FACE PLATE OPTION “A” SIGN WITH INTERNATIONAL BRAILLE ON FACE PLATE. (NOTE: ONE
3 IN. PVC SCHEDULE 80 CONDUIT BEND). '

C. REMOVE CONCRETE, INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. THEN REPLACE CONCRETE SIDEWALK.

D. INSTALL 4 IN. SCHEDULE 80 ELECTRICAL CDNDUIT TO EXISTING HANDHOLE. REMOVE THE EXISTING ELECTRICAL CABLES. CONNECT
NEW CONDUIT TO EXISTING CONDUIT IN HANDHOLE USING FLEXIBLE CONDUIT. INSTALL AND-ENERGIZE THE NEW ELECTRICAL CABLE.
ENCASE CONDUIT IN CONCRETE THEN REMOVE EXISTING HANDHOLE AND COVER 12 IN. BELOW PAVEMENT ENVELOPE AND BACKFILL.

. INSTALL 4 IN. PVC-SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED. '

INSTALL HANDHOLE. | _ _

. INSTALL 24 IN. HEAT APPLIED WHLTE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE.

. INSTALL GROUNDMGOUNTED SIGN. (HEIGHT TO| CLEAR ADJACENT WALL.) +

. REMOVE EXISTING PEDESTRIAN SIGNAL HEAD| AND- HARDWARE FROM POLE, REMOVE ELECTRICAL CABLE FROM ALL CONDUIT,

HANDHOLES AND CABINET. THEN INSTALL NEW COUNTDOWN LED PEDESTRIAN SIGNAL HEAD SECTION WITH NEW MOUNTING

HARDWARE, R10-4(1)MOD PEDESTRIAN SIGN AND AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON STATION AND BLACK FACE PLATE

OPTION “A“ SIGN WITH INTERNATIONAL BRAILLE ON THE FACE PLATE.

K. USE EXISTING HANDHOLE.
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N. REMOVE EXISTING PEDESTRIAN SIGNAL HEAD AND MOUNTING HARDWARE FROM POLE AND REMOVE
LECTRICAL CABLE FROM ALL CONDUIT. HANDHOLES AND CABINET.

GEOMETRIC LEGEND 0. REMOVE EXISTING PAVEMENT MARKINGS.

Y Y P PTTTETT ET PTE R R R I T e el e el - Wl e I B el T B il S iR il el iy el R T - inlleiaiek ST dene-amind iew dekd el Dk B T el - A & A S - A e Bl Sl el - Rl ol - Sl Rl il aighelilivl ol Relirieling "

LEL T

)

AT e s puing
98

R P o W L=ilten

o W'y

T

" CHERRY HILL ROAD

S

6 "~

ey v ey ¢ by T e okl e o

7 S ————"""""""777%0 PRINCE GEORGE'S COUNTY

- [1 |
\’\ 1
/

W
Al

e

Y
O} 'gm{j}‘

prveens S

| INSTALLATION.

2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY
OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATION.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO
THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE. |

4. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITIY CONFLICTS

SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK
OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR
OPEN SECTIONS, TO MEET CLEARANCES AS-  SPECIFIED IN MD 816.03, MD 818.01,
MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR
TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.

6. VIDEO CAMERA ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.

7. REMOVAL OF ISLAND AND ALL GEOMETRIC CHANGES ON RAMP "C" WITH THE
EXCEMPTION OF THE 8 INCH CURB SHALL BE INSTALLED BY OTHERS.. |

8. REMOVAL OF EXISTING SIGNAL POLE AND INSTALLING IN NEW LOCATION

(SEE CONSTRUCTION DETAIL U). |

Lo

F
-—._-'-‘j

Qy
"7 CONSTRUCTION DETAILS CONT.

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DMSION

US 29 AT RANDOLPH ROAD
INTERCHANGE IMPROVEMENTS

NOT USED

INSTALL 8 IN. CURB (OMIT GUTTER).

REMOVE BLOCK SECTIONS OF CONCRETE FROM EXISTING ISLAND AS
SHOWN ON PLAN AND THE DETECTABLE WARNING SURFACE. REPLACE
- CONCRETE AND MATCH SURFACE TQ EXISTING CUT THROUGH ELEVATION
UP TO FACE OF EXISTING SIGNAL POLE AND THEN INSTALL NEW
DETECTABLE WARNING SURFACES.
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Q. USE EXISTING. ACCESS 80X IN BRIDGE WALL.
EXISTING R. USE CONDUIT IN BRIDGE WALL FOR INSTALLATION OF SIGNAL CABLES AND EQUIPMENT.

' S. VIDEQ DETECTION ZONE. |
PRUPOSED OTHERS T. CAP AND ABANDON EXISTING CONDUIT. | | gggN%RD MD EPROVALS SIGNAL PLAN
UTILITY LEGEND U. REMQVE EXISTING PEDESTAL POLE AND BREAKAWAY BASE FROM EXISTING FOUNDATION AND INSTALL AT THE NEW 55124 | _
UNLITY LEGEND . OCATION, THEN REMOVE CONCRETE FOUNDATION 12 IN. BELOW GRADE. B - _
STORM DRAIN V. [INSTALL 5 IN. HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR LANE LINE. — _ w SCALE_ T=20 ___ DAIE APRIL2002 __ CONTRACT NO. /10 0
GAS MATH v INSTALL Sl RIC, SCHEDUE, 80 ELECTRIGA COMUIT c TRENGIES: e upy o v Lep camtoom  Donbrs et i
” ) ’ | , ’ . y -.‘_"nn e i‘ ’-.': - ji i : '
~WATER —— WATER MAIN PEDESTRIAN SIGNAL HEAD SECTION. R10-4(1)MOD. PEDESTRIAN SIGN. AUDIBLE/TACTILE PEDESTRIAN . —— g A EOVCTETH pegioNeD BY_ JALEN COUNTY____ MONTGOMERY
, PUSHBUTTON STATION AND BLACK FACE PLATE OPTION “A” SIGN WITH INTERNATIONAL BRAILLE ON FACE PLATE. | S s mr T srons T vxerrime e | DRAWN BY 4. ALLEN LOGMILE 15002506.03
o e e SAN = = SEWER MAIN {NOTE: ONE 3 IN. PVC SCHEDULE 80 CONDUIT BEND). . | | SABRA.WANG & ASSOCIATES. INC TURN SIGNALS WITH RIGHT ONLY SIGNING 3/12/2007 R -~
e = UG ELEC— - ELECTRIC CABLES |Y. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT -~ SLGTTED. -- oy ToH avENgE N TIMS NO.____Haw
| Z. REMOVE EXISTING LIGHTING ARM AND LUMINAIRE FROM MAST ARM POLE AND RELOCATE THEM TO NEW MAST ARM POLE LOCATION.

- A A AERTAL CABLES

THEN REMOVE EXISTING MAST ARM POLE AND ALL ASSOCIATED EQUIPMENT FROM CONCRETE FOUNDATION AND REMOVE CONCRETE

—— —UG TEL- TELEPHONE CABLES FOUNDATION 12 IN. BELOW PAVEMENT ENVELOPE AND BACKFILL. -

== —UG FO— — FIBER-OPTIC

BY: JWEAVER
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REMOVE EXISTING CONCRETE SIDEWALK AND REPLACE IT WITH NEW

DETECTABLE WARNING SURFACE AND. NEW PARALLEL SIDEWALK RAMP WHITE QOAK, MARYLAND

SUITE 160

Lt 1 1 1} cnEckeD By S HENA
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PLOTTED: Friday, March 80,2007 AT 10:5¢ AM | |
FILE: . R:\2004\45 SHA BCS 2004-028 TEDD Traffic\Task 24 US 29 a1 Randolph\Dan\signaks\PSG-p00tnew.dgn

BALTIMORE, MD 21227
(410} 737-65664
WWHW.SABRA-WANG.COM
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