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PROPOSED LED SIGNALS PROPOSED ACCESSIBLE PUSHBUTTON AND SIGN - . . EXISTING ‘SIGNS TO REMAIN NEMA PHASING

PUSHBUTTONS. SIGNAL POLES. AND PAVEMENT MARKING LAYOUTS.

11.THE CONTRACTOR SHALL CENTER THE PROPOSED CROSSWALKS ON NEWLY CONSTRUCTED RAMPS.
12.ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS.
13.LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET

PREFORMED THERMOPLASTIC PAVEMENT MARK INGS FOR CROSSWALK. I
Q0. REMOVE EXI[STING PAVEMENT MARKINGS AND INSTALL 24 IN. HEAT APPL[ED WHITE PERMANENT /
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CONSTRUCTION DETAILS ~ T & 11,112 19.1;_’UEI:BU£EDI;I %\Eﬁggg ARE TO BE PARALLEL TO THE CROSSWALK FOR WHICH
A. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH STANDARD FOUNDATION AND TRANSFORMER BASE . 2526 | ¥ J A6 Fr. GERERLS P T RED FR
LED COUNTDOWN PEDESTRIAL SIGNAL HEAD. ACCESSIBLE PEDESTRIAN PUSHBUTTON AND R10-3(1) SIGN - GENERAL NOTES 0.THE 10 FT. SEPARATION BETWEEN PUSHBUTTONS IS TQ BE MEASURED FROM
TO READ “PUSH BUTTON TO CROSS COLESVILLE ROAD OR FENTON STREET". (NOTE: 1-3 IN. PVC ! * | 1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING MDSHA Lok BF CuSHEUTION TO FAGE OF PUSHEUTTON. NOT GENTER OF POLE TD
90 DEGREE BEND). PAINT PROPOSED SIGNAL POLE FEDERAL BROWN., MAINTAIN 5 FT. LEVEL LANDING AREA. L ~ o STANDARD TYPICALS FOR TRAFFIC CONTROL. 21.THE CONTRACTOR IS TO REMOVE THE BRICK SIDEWALK AND REPLACE 1T TO
B. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH SPECIAL FOUNDATION (SHA STD MD 801.01-01) AND ! ¢. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL _UNDERGROUND "THE ORIGINAL LAYOUT
BREAKAWAY COUPL INGS. LED COUNTDOWN PEDESTRIAL SIGNAL HEAD. ACCESSIBLE PEDESTRIAN PUSHBUTTON Y UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED SIGNAL EQUIPMENT. IF ANY » wy . PAE Ged Ak LAYCRLY S - THR .
AND R10-3(1) SIGN TO READ "PUSH BUTTON TO CROSS COLESVILLE ROAD”. (NOTE: 1-3 [N. PVC 90 ] J ] UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. 22, HE CONTEACIOR SHALL MAINTAIN PEDESTRIAN ACCESS THROUGH THE
DEGREE BEND). PAINT PROPOSED SIGNAL POLE FEDERAL BROWN. MAINTAIN 5 FT. LEVEL LANDING AREA. | ! 3. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS. THE CONTRACTOR SHALL BE INTERSECTION _DURING CONSTRUCT [ON WITH NECESSARY DETOURS AT THE
C. INSTALL 5 FT. BREAKAWAY PEDESTAL POLE WITH SPECIAL FOUNDATION (SHA STD MD 801.01-01)AND } I | REQUIRED TD EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND. DISCRETION OF THE PROJECT ENGINEER. -
BREAKAWAY COUPLINGS. ACCESSIBLE PEDESTRIAN PUSHBUTTON AND R10-3(1) SIGN TO READ “PUSH | , 4. ALL TRAFFIC SIGNAL FOUNDAT!ONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR 23.THE CONTRACTOR SHALL HELOCATE THE EXISTING 8t TEDTPLAN}ST'N THE
EUTT?NP;DPCRDSS COLESVILLE RDAD OR FENTON STREET"”. (NOTE: 1-3 IN. PVC 90 DEGREE BEND). [ ] | CURB GRADE FOR CLOSED SECTIONS. HIGHEST ROADWAY PROFILE GRADE FOR OPEN NE N':YMAIBM?W C?RNI%RS A? EIE%SSARYRAT NO COST TO THE STATE
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L HEAD. ACCESSIBLE PEDESTRIAN PUSHBUTTON AND R10-3(1) SIGN TO READ "PUSH | L I INSTALLATION OF ALL SIGNAL EQUIPMENT. EXISTING CONDUIT WHEN REMOVING THE DECORATIVE BRICK SIDEWALK.
E. REMOVE EXISTIRG COumBom BEoEs N GXISTING SIGNAL POLE. : ] a8 | 5. THE CONTRACTOR SHALL INTEGRATE PROPOSED/EXISTING CONCRETE FOUNDATIONS ¢5.VIDEQ CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA
" PEDESTRIAN SIGNAL HEADS ON EXISTING SIGNAL POLES. > o AND INSTALL NEW LED COUNTDOWN & g B M e CURBISIRENALE, RAME NHEHE. NECESSARY. THE CONTRACTOR T T [MPACT ING
F. R T : o w Iy 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLES. ¢6.THE CONTRACTOR SHALL TAKE THE NECESSARY PRECAUTIONS TO AVOID [MPAC
« REMOVE EXISTING COUNTOOWN PEDESTRIAN SIGNAL HEADS AND SIGN ON EXISTING SIGNAL POLES. = EXCLUDING INTERCONNECT. TO THE APPROPRIATE TERMINALS AND SHALL PROPERLY LABEL THE LEAD-IN CABLES FOR THE RED LIGHT CAMERA ALONG SOUTHBOUND U5 29.
G. REMOVE EI)E(ABT{EGT:EH':[’%E!EAEGEE#I;E'&C SIGNAL HEAD AND INSTALL NEW LED VEHICULAR TRAFF[C | S I EACH CABLE. 27.THE CONTRACTOR SHALL NOT DISTURB THE EXISTING DECORATIVE LIGHT POLE
| ' I = | 7. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED ELECTRICAL CABLES. AND FOUNDAT ION.
H. ADJUST EXISTING HANDHOLE TQ GRADE. L] i 8. ALL CONTROLLER CABINET WIRING SHALL BE PERFORMED BY THE MONTGOMERY COUNTY 28.THE CONTRACTOR SHALL TEST PIT AS NECESSARY IN THE VICINITY OF THE
L DULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) ] L | TRACTOR TACT MR PROPOSED PEDESTAL POLE IN THE NORTHWEST QUADRANT TO LOCATE THE GAS
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L. INSTALL 1-4 [N. PVC 90 DEGREE BEND IN EXISTING BASE MOUNTED CABINET. l I | AND MR. KAMAL HAMUD AT 240-777-8761. 72 HOURS IN ADVANCE OF ALL WORK.
M. INSTALL NEW LED VEHICULAR TRAFFIC SIGNAL HEAD. ! 9. THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE LOCATION(S) PRIOR TO INSTALLATION.
N. REMOVE EXISTING PAVEMENT MARKINGS AND INSTALL 12 IN. HEAT APPLIED WHITE PERMANENT uf X 10-3ue GENCrAL INEIRIAT (ON SHEET FOR APS. ASSOCIATED SIGNAL HEADS. AND STATE OF MARYLAND

DEPARTMENT OF TRANSPORTATION

PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR STOPL [NE. I STATE HIGHWAY ADMINISTRATION

P, REMOVE EXISTING SIDEWALK RAMP AND CONSTRUCT NEW SIDEWALK RAMP SHA STD. MD 655.11 !
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WiTH OETECTABLE WARNING SURFACE SHA STD. MD 655.40. REMOVE PORTIONS OF EXISTING = LOCATION REQUIREMENTS OF MUTCD SEC. 4E.09 AND FI1G. 4E.2: AND THE NCHRP OFFICE OF TRAFFIC & SAFETY
DECORATIVE BRICK SIDEWALK AS SHOWN ON PLANS. (SEE NOTES 22 AND 25) o F PUBL ICATION. “ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE."” TRAFFIC ENGINEERING DESIGN DIVISION
Q. USE EXISTING HANDHOLE. %IQCI IF NOT MET. THE CONTRACTOR 1S TO STOP WORK ON PUSHBUTTON LOCATIONS UNTIL
R. USE EXISTING CONDUIT. SO, T THE CONFLICT HAS BEEN RESOLVED. |IF NEEDED. A DESIGN WAIVER SHALL BE | US 29 (COLESVILLE ROAD) AT FENTON STREET
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THE PROPOSED SIDEWALK RAMPS.
V. INSTALL VIDEO DETECTION CAMERA ON EX|STING MAST ARM.

W. REMOVE EXISTING PAVEMENT MARKINGS IN THE PROPOSED CROSSWALK. SCALE__1"=20'  ADVERTISED DATE___ 5
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