EXISTING SIGNS EXISTING SIGNALS

- NEMA PHASING

T 18 13,26 20 21.21A.27.2TA
[comave | |LANE g} | < DORSEYROAD) (SALT-ANNAPOLES ©0
(DORSEY ROAD | fr=mns oupnt L eTHAVE > .
| | =, FLASHT[NOG
| 25.30, QPERATION
MD 648 (BALTIMORE-ANNAPOLIS BLVD.) - 30,
1S ASSUMED TO RUN IN A 22,23,28 24,29 40 31
NORTH / SOUTH DIRECTION 3 Wy APS
_ % ' fy Ur;&ug;ﬁ PUSHBUTTON_ STATION
A ONLY anLy| jony| U R10-4(1)MOD R10-4(1)MOD
(97X15)  (9”X15")
EXISTING. SIGNS o
TO BE REMOVED Rl
' 645 COUNTDOWN
18A,20A PEDESTRIAN
v 2 STGNAL “
- [errTumN] = 32 ALT

NOTE :
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES: ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY ..}

VIELD L 648
| - - S - WENDY' S FAST
ON GREEN - FOOD RESTAURANT

O

GAS STATION

TO INTERSTATE 97
D5 SIGN

- o
- B ., RIGHT OF WAY=—= :

G —— - G

iz /J' \

‘ ==
=
F
ﬁ"g\? .
__,\ G A - G
i. -!\ T T
-T = -
| = -
T A .
i 51 s Equipment List ‘A’
. . b i A — Equipment to be supplied and installed By the SHA
e A Commumcahon Panel
| TS-2 Mini-Hub
CopstructionDetails TS-2 Mini-Hub Cables q@?’{List,'C‘
. Industrial 56k Modem- and Salvaged Trems.
1. Remove existing handhole and loop detector lead-in cables: o _SDLC 1@_511‘51@5_',-.- ' Lo

" 2. Abandon existing pdrtion of conduit.

3. Install-proposed triple micro loop probe sets, - e
e furnished and mstalled by the Contractor

4. Test pit and instal! proposed handhole over existing conduit: Install detec

5. Use existing conduit. Remove existing loop detector lead-in:¢ables. Insta i ' C _ - _
& 5P i ITEM QUANTITY. 7 DESCRIPTION TRAFFIC SIGNAL SYMBOLS |

6. Use existing handhole. Remove existing loop detector legd-;_ng_cables. Ins : | : . | 1001 1 EA -+ MAINTENANCE OF TRAFFIC PER ASSIGNMENT “ : N cemrme |

7. Use existing handhole. Disconnect and remove existing loop:detector lea ; ! iplen S ' 2002 1 CY #." TEST PIT EXCAVATION B . ‘ HANDHOLE . ‘
and loop deteotor lead-in cables. Splice loop detector lead-in-cable to ex1stng . | 3 L 5003 92 LF .. 24 INCH WHITE LEAD FREE REFL HERMOPLASTIC PAVEMENT ' == = woroemcioneen  Co==

8. Instail 2 inch pvc conduit (trenched). Install proposed triple micro loop p Hle - 5004 92 LF = REMOVAL OF EXISTING PERMANER MENT LINE MARKINGS.ANY WIDTH , : - O o Dmﬁ(‘mm - -

9. Use existing strain pole. Remove existing T.OODA detector lead-ih cables. In 8018 1 EA REMOVE & DISPOSE OF EQUIPMEN BEASSI_GNWNT) A , ju— cowor PN
detector lead-in cables. ' ' 8035 15 LF - ' s MICRO LOOP PROAE SET .

10. Use existing span wire. Remove existing loop detector lead-in cables. I 8040 6 LF = ZDOM LENS IMAGE SENSOR 3=

detector lead-in cables. -~ _ 8044 2 - EA
11. Use existing strain pole. Install proposed video detectioﬁ'}_@amera. o 8047 1 EA
12. Use existing span wire. Remove existing loop detector.;'lézsfﬂ—in cables. I icro loop piobe, loop detector / / / 8050 1 EA
and video detection lead-in cables. ' ' ' : [ Ny 8057 380 LF ,
13. Use existing strain pole. Remove existing loop detector}l_éad—iu cables. . micro loop probe, loop detector. !’ 8063 ﬁ LF - SAWH . - _
and video detection lead-in cables. : ' , f D ‘5?6 SEY R@ BTH AVE AT
14. Use existing conduit. Remove existing loop detector.lead-in cables. Insi :ro loop probe, loop detector g M@RE‘“ AN N &@.Lug BILWD B
e N and videe detection lead-in cables. | | | IR GLEN BUBNIE , MD.
GEOM ETR]C LEGEND - 115. Use existing handhole. Disconnect and remove existing loop detector lé ad:in cables. SIGNAL PLAN
s wmm e E;é ggégg 116. Use existing conduit. Remove-existing loop detector lead-in cables. s e :
. — 117, Use existing handhole. Remave existing loop detector lead-in cables. _.:‘_DATE A CONTRACT: NO. AT9155T85
' UTiLITY LEGEND ' | dhol » loop detector lead-in cables. Ins s 11 triple micro | be, loop detect © ' ' - '
e 40—— > STORM DRAIN {18. Use existing handhole. Remove existing loop detector lead-in cables. s 4 pr d triple micro loop probe, oop detector ’\ ED BY S.RENZI COUNTY - ANNE ARUNDEL -
GAS — GAS - MATN : and video detection lead-in cables, o e ‘ . 5. THOMPSO -
——— A - ' . BY MP N i .
| —— —WATCR -~  WATER MAIN 119. Use existing controller cabinet. Remove existing loop detector lead-in ¢ s 3, 5, 6 and 8. Install proposed triple SA B RA, W ANG & A SO CI A TES, A LOQMlLE _02017605 68
: & ‘ D. DODA BRE
—— ~SAk--— — SEWER MAIN ; micro loop probe, loop detector and video detection lead:in cables. Tr s Division personnel will install and B Q . : D BY : TIMS NO. o= SN
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