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CONSTRUCTION DETAILS T ——

FLASHING
A. INSTALL 27 FT. STEEL POLE WITH OPERATION

. “ . :'““’“ i - ' —— | ' ]
38 FT. MAST ARM. 15’ LUMINAIRE ARM -~ P = | s AN '
250 W HPS LUMINAIRE, TRAFFIC — ~ : 3
AND PEDESTRIAN SIGNAL HEADS., S ] Y diqyy ENT Ny
PEDESTRIAN PUSHBUTTON AND SIGN TO ~ y | 1 p
READ PUSH BUTTON TGO CROSS WEST ST.". , . | - ' e TS PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY

( INSTALL 1-3 IN. AND 1- 2 IN. SCHEDULE 80,
90 DEGREE PVC ELECTRICAL CONDUIT I
BENDS IN POLE BASE) (29498, 43" RIGHT). POLE

PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY

TO BE INSTALLED AT LOCATION OF EXISTING
LANDSCAPING STONE. REMOVE AND RELOCATE
EXISTING STONE.

B. REMOVE EXISTING TRAFFIC SIGNAL HEAD.

C. INSTALL BLACK-FACED TRAFFIC SIGNAL HEAD.

D. INSTALL 14" BREAKAWAY PEDESTAL POLE WITH CONCRETE
FOUNDATION, AND ONE PEDESTRIAN HEAD. -
POLE AND BASE TO BE PAINTED
BLACK. (NOTE 1-3" SCHEDULE 80 PVC CONDUIT BEND). —————

INSTALL NEW 4" SCHEDULE 80 PVC CONDUIT (BORED). -~ o=

INSTALL NEW 3" SCHEDULE 80 PVC CONDUIT ( TRENCHED). I [

E
F
G. REMOVE EXISTING OVERHEAD MOUNTED SIGN.
H. INSTALL OVERHEAD MOUNTED SIGN.

J

CUT.CLEAN, AND CAP EXISTING ARM @ 38" FROM SIGNAL POLE. REMOVE
ADDITIONAL ARM PIECE CONTAINING HEADS AND ASSOCIATED WIRING.

K. REPLACE EXISTING PEDESTRIAN SIGNAL HEAD WITH NEW HEAD ON EXISTING
PEDESTAL POLE.

L. INSTALL 24" WHITE HEAT APPLIED, THERMOPLASTIC STOPLINE PAVEMENT
MARK ING.

1. CONSTRUCTION SHALL BE COMPLETED IN ACCORDANCE WITH THE
MARYLAND DEPARTMENT OF TRANSPORTATION STATE HIGHWAY
ADMINISTRATION'S STANDARD SP FICATIONS FOR CONSTRUCTI]ION
AND MATERIALS (JANUARY 2001) AND ALL AMENDMENTS AND THE
300K QF STANDARDS AND HIGHWAY [NCEDENTA TRUCTUR

M. INSTALL 12" WHITE HEAT APPLIED. THERMOPLASTIC CROSSWALK PAVEMENT MARKINGS.

N. INSTALL 3" SCHEDULE 80 PVC CONDUIT FOR INTERCONNECT TO ADMIRAL DRIVE
(APPROX. 550°). INSTALL TWO HANDHOLES EVENLY SPACED BETWEEN
CHINQUAPIN ROUND ROAD AND ADMIRAL DBRIVE.

0. RELOCATE EXISTING OVERHEAD MOUNTED SIGN.

2. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO THAT
ALL UTILITIES MAY BE LOCATED IN THE FIELD. [IF THE CONTRACTOR PERCEIVES
THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL MAY
OCCUR. THE CONTRACTOR SHALL NOTIfY THE PROJECT ENGINEER IMMEDIATELY
SO THAT THE CONFLICT MAY BE RESOLVED.

P. REMOVE EXISTING PEDPOLE. PEDESTRIAN SIGNAL HEAD., FOUNDATION, AND ALL
RELATED EQUIPMENT. CAP AND ABANDON EXISITING CONDUIT.

Q. INSTALL &' X 30" QUADRUPOLE VEHICLE LOOP DETECTOR. (3—6-3 TURNS ENCASED IN
FLEXIBLE TUBING).

R. INSTALL 1" LIQUID TIGHT, FLEXIBLE. NON METALLIC CONDUIT FOR DETECTOR WIRE
SLEEVE.

S.  INSTALL PROPOSED ELECTRICAL CABLE INTO EXISTING CONTROLLER AND PROPERLY
TAG AND LABEL EACH CABLE. MODIFY CABINET AS REQUIRED FOR THE INTENDED
OPERATION (CABINET MODIFICATIONS TO BE DONE BY SHA FORCES).

3. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
ROADWAY PROF ILE GRADE FOR OPEN SECTIONS. TO MEET

T. ABANDON EXISTING LOOP DETECTORS AND/OR CONDUITS SHOWN. CLEARANCES AS SPEC
LEARAN A IFIED IN MD 816.03. MD 818.01. MD 818.02,
U. REMOVE EXISTING PEDPOLE AND FOUNDATION. MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR
V. ERADICATE EXISTING PAVEMENT MARK INGS. | TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
W. INSTALL HANDHOLE. SIDEWALK TO BE RESTORED TO ORIGINAL CONDITION. IF DAMAGED. 4. PAVEMENT MARKINGS DETAILED AS PROPOSED SHALL BE INSTALLED BY THE
X. INSTALL SIDEWALK RAMP PER SHA STANDARD # 655.12. CONTRACTOR IN ACCORDANCE WITH SHA STANDARDS. ALL CONFLICTING
Y.

USE EXISTING HANDHOLE PAVEMENT MARKINGS SHALL BE ERADICATED.

APPROVALS

REVISIONS '
@ MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
N ORIGNAL \) Office of Traffic & Safety
— TEAM LEADERy, TRAFFIC ENGINEERING DESIGN DIVISION
UTILITY LEGEND WELLSM& ASSOCIATES, LLC TRAFFIC ENGINEERING DESIGN DIVISION

WATER MAIN 1420 Spring HNl Rd., Sulte 600 MD 450 (WEST STREET) &
SEWER MAIN McLean, VA 22102 CHINQUAPIN ROUND ROAD
ELECTRIC CABLES Phone: (703) 917-6620 Fax: (703)917-0739
AERIAL CABLES 170 Jennifer Rd., Suite 260 ST Molﬁﬁcﬁjm — TIO [ VSN I DRAWN BY: DAVE A F.AP.NO.  N/A
TELEPHONE CABLES Annapolls, MD 2140 GEOMETRIC IMPROVEMENTS IN FILE CHECKED BY: DAVE A S.H.A. NO.  _AA-36|-50I-576 4158 SHEET NO.

Phone: (301) 970-2402 Fax: (410)266-9189 T/05/0 - SHA NO. BHSSGMB2 SCALE: = 20 COUNTY: ANNE ARUNDEL

WTB | . 7 7 DIRECTOR, TRAFFIC & SAFETY N DATE: 10/25/1985 LOG MILE: 020450[0.7 G424 | OF 2

.\West & Chingapin _sig  v/.dg 07/21/2004 01:31:39 PM



